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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. International organizations, governmental and non-
governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

Amendment 1 to International Standard ISO 8561:1995 was prepared by
Technical Committee ISO/TC 86, Refrigeration, Subcommittee SC 5,
Construction and testing of household refrigerators.

SIST EN ISO 8561:2000/A1:2000

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 8561:2000/A1:2000
https://standards.iteh.ai/catalog/standards/sist/0a04821d-8db5-4527-b9f0-

e81d0d9c93f5/sist-en-iso-8561-2000-a1-2000



© ISO ISO 8561:1995/Amd.1:1997(E)

1

Household frost-free refrigerating appliances —
Refrigerators, refrigerator-freezers, frozen food storage
cabinets and food freezers cooled by internal forced air
circulation — Characteristics and test methods

AMENDMENT 1: Special compartments for the preservation of
highly perishable foodstuffs

Page 1

1 Scope

Add at the end of the clause:

Appliances covered by this International Standard may also incorporate special
compartments for the storage of highly perishable foodstuffs.

Page 3

Add the definition:

3.2.7 chill compartment : Compartment intended specifically for the storage of highly
perishable foodstuffs in which the temperatures can be maintained between -2 °C and
+3 °C, and the volume of which is capable of accommodating at least 2 "M" packages (see
13.1.1).

Page 4

3.3.5.3 total gross volume
and
3.3.5.7 total storage volume

Replace "and cellar compartment(s)" with "chill compartment(s), and cellar compartment(s)"

Add the definition:

3.4.3.4 chill compartment temperatures , tcc max, tcc min: Maximum and minimum

instantaneous temperatures of any "M" package of a load in storage as specified in 8.5.
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Page 7

5.4 Doors, lids and fittings

In the second paragraph replace “and cellar compartments” with “chill compartments and
cellar compartments”

Page 8

6.1.4 Rated storage shelf area

Replacement text

The measured storage shelf area, including that of any cellar and chill compartment, shall
not be less than the rated storage shelf area by more than 3 % of the latter.

Add the following as column 6 in table 2

Chill compartment
 (see 3.4.3.4)

tcc max, min

-2 ¶ tcc min,  tcc max ¶ +3

-2 ¶ tcc min,  tcc max ¶ +3
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Page10

7.2.2 Determination of total storage volume

In both paragraphs, replace "cellar compartment(s)" with "cellar compartment(s), chill
compartment(s)"

7.2.3  Storage volume of fresh food storage and cellar compartments (if applicable)

Replace the subtitle and the first sentence with:

7.2.3 Storage volume of fresh food storage, chill and cellar compartments (if
applicable)

The storage volume of the fresh food storage, cellar and chill compartments shall be the
gross volume of the compartment minus

Replace the last dashed text with:

– the space between the inner door protrusion (dykes) and the inner liner of the fresh
food storage, cellar and chill compartment.

Page 13

7.3.1.7.2 Fresh food storage compartment and cellar compartment, if any
and
7.3.3.1 Fresh food storage compartment and cellar compartment , if any

Replace in the subtitle " and cellar compartment" with ", chill and cellar compartments"

Page 15

8.2.2  Composition

Add the following after item a) of this subclause:

b) For the measurement of chill compartments, it is necessary to take test packages with a
freezing point of 25 °C and a suitable filling containing per 1 000 g:

232 g of oxyethylmethylcellulose
725 g of water
 43 g of sodium chloride
0,8 g of 6-chloro-m-cresol.

The freezing point of this material is near to 25 °C (its thermal characteristics correspond to
those of lean beef);

The present item b) becomes c).
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