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ICS 23.060.40
Descriptors:. gas appliances, burners, pressure, inspection devices, safety devices, definitions, classifications, equipment

specifications, materials, performance evaluation, leaktightness, specifications, durability, tests, testing
conditions

English version

Pressure sensing devices for gas burners and gas burning
appliances

Dispositifs de surveillance de pression pour brileurs & gaz Druckwéchter fir Gasbrenner und Gasgerate
et appareils & gaz

This amendment A1 modifies the European Standard EN 1854:1997; it was approved by CEN on 30 October 1998.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for inclusion of this
amendment into the relevant national standard without any alteration. Up-to-date lists and bibliographical references concerning such
national standards may be obtained on application tothe Gentral Secretariatior t6 any/CEN 'member.

This amendment exists in three official versions (English, French, German). A version in any other language made by translation under the
responsibitity of a CEN member into its own laniguage and néfified-totheCehtral Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
fceland, Ireland, Italy, Luxembourg, Netherlands Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.
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Foreword

This Amendment EN 1854:1997/A1:1998 to EN 1854:1997 has been prepared by
Technical Committee CEN/TC 58 “Safety and control devices for gas-burners and gas-
burning appliances”, the secretariat of which is held by BSI.

This Amendment to the European Standard EN 1854:1997 shall be given the status of a
national standard, either by publication of an identical text or by endorsement, at the latest
by May 1999 and conflicting national standards shall be withdrawn at the latest by May
1999. _

This Amendment to the European Standard EN 1854:1997 has been prepared under a
mandate given to CEN by the European Commission and the European Free Trade
Association, and supports essential requirements of EU Directive(s). -

According to the CEN/CENELEC Internal Regulations, the national standards
organizations of the following countries are bound to implement this European Standard:
Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland,
Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland
and the United Kingdoi.
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Amendment A 1 to EN 1854

This amendment A 1 to EN 1854 specifies the additional requirements for pressure sensing
devices supplied with an assembled electrical plug connector.

Clause 2 Normative references -

add

ISO 4400 :1994 Fluid power systems and components - Three-pin electrical plug
connectors with earth contact - Characteristics and requirements

ISO 6952 : 1994 Fluid power systems and components - Two-pin electrical plug
connectors with earth contact - Characteristics and requirements

6.4
add -
6.4.5 Pressure sensing devices supplied with an assembled electrical plug

connector in accordance with ISO 6952:1994 or ISO 4400:1994 shall have connections to
the following pins and to earth:

-Pin 4 (e) earth contact
-Pin 1 NCinormally closed
-Pin 2 NO, normally open )

-Pin3 COM, common
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