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Information processing - Data interchange on 130 mm (5.25 in) flexible disk 
cartridges using modified frequency modulation recording at 13 262 ftprad, on 80 
tracks on each side - Part 3: Track format B for 80 tracks (ISO 8630-3:1987, 
Technical Corrigendum 1:1992)

Informationsverarbeitung - Datenaustausch auf 130 mm (5,25 in) Disketten mit 
modifizierter Wechseltaktschrift bei zweiseitiger Aufzeichnung mit 13 262 
Flußwechsel/rad und 80 Spuren auf jeder Seite - Teil 3: Spurformat B für 80 Spuren (ISO 
8630-3:1987, Technical Corrigendum 1:1992)

Traitement de l'information - Echange de données sur cartouches a disquettes de 130 
mm (5,25 in) utilisant un enregistrement MFM a 13 262 ftprad, a modulation de 
fréquence modifiée sur 80 pistes sur chaque face - Partie 3: Schéma de piste B pour 80 
pistes (ISO 8630-3:1987, Rectificatif technique 1:1992)

Information processing - Data interchange on 130 mm (5.25 in) flexible disk cartridges 
using modified frequency modulation recording at 13 262 ftprad, on 80 tracks on each 
side - Part 3: Track format B for 80 tracks (ISO 8630-3:1987, Technical Corrigendum 1: 
1992)

35.220.21 Magnetni diski Magnetic disks
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Information processing - Data interchange on 130 mm 
(5.25 in) flexible disk cartridges using modified frequency 
modulation recording at 13 262 ftprad, on 80 tracks on 
each side - 

Part 3: 
Track format B for 80 tracks 

TECHNICAL CORRIGENDUM 1 

Trajtement de i’information - khange de donnkes SW cat-touches 2 disquette de 130 mm (5,25 in) utilisant un 
enregistrement MFM 2 13 262 ftprad, zi modulation de frbquence modifibe sur 80 pistes sur chaque face - 

Partie 3: Schkma de piste B pour 80 pistes 

RECTIFICATIF TECHNIQUE 7 

Technical corrigendum 1 to International Standard IS0 8630-3:1987 was prepared by Joint Technical Committee 
lSO/IEC JTC 1, Information technology. 

Page 6 

Subclause B.3.1 

Line 2, replace “32 ms” with “32 ps”. 

UDC 681.327.63 Ref. No. IS0 863003:1987/Cor.1:1992 (E) 

Descriptors : data processing, information interchange, data recording devices, magnetic disks, flexible disks, track formats, 
specifications. 
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