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Foreword 

ISO (the International Organization for Standardization) is a worldwide 
federation of national Standards bodies (ISO member bodies). The work 
of preparing International Standards is normally carried out through ISO 
technical committees. Esch member body interested in a subject for 
which a technical committee has been established has the right to be re- 
presented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. ISO 
collaborates closely with the International Electrotechnical Commission 
(IEC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard ISO 11677-1 was prepared by Technical Committee 
lSO/TC 72, Textile machinery and allied machinery and accessories, Sub- 
committee SC 3, Machinery for fabric manufacture. 
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INTERNATIONAL STANDARD 0 ISO ISO 11677=1:1994(E) 

Textile machinery and accessories - Main dimensions 
of flat steel healds with open end loops - 

Part 1: 
C-shaped end loops 

1 Scope 

This part of ISO 11677 specifies the main dimensions and tolerantes of flat steel healds with open end loops 
(C-shaped end loops) for use in the textile industry. 

The main dimensions and tolerantes of J-shaped end loops, see ISO 11677-2:1994, Textile machinery and ac- 
cessories - Main dimensions of fla t steel healds with open end loops - Part 2: J-shaped end loops. 

2 Dimensions 

See figure 1 and table 1. 
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Dimensions in millimetres 
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Figure 1 

Table 1 
Dimensions in millimetres 

Cross-section 
of heald 

b, x s 

Distance between end loops Dimensions of thread eye 

515 
65 

8 
8,4 

12 
M 
z5 
3,8 

I 1) Derived from inch measurements. I 
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ICS 59.120.30 
Descriptors: textile machinery, accessories, healds, dimenslons, dlmenslonal tolerantes. 

Price based on 2 pages 
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