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Foreword

This document (EN 1176-1:1998/A2:2003) has been prepared by Technical Committee CEN/TC 136 "Sports,
playground and other recreational equipment”, the secretariat of which is held by DIN.

This Amendment to the European Standard EN 1176-1:1998 shall be given the status of a national standard, either
by publication of an identical text or by endorsement, at the latest by October 2003, and conflicting national
standards shall be withdrawn at the latest by October 2003.

The purpose of Amendment?2 to EN 1176-1:1998 is to modify clause 4.2.7.2, 4.2.8.1.2 Table 2, Figure 16,
clause 4.2.8.4,4.2.9.1, A.2.6.1 and annex A.

With resolution 165, CEN/TC 136 agreed to an Amendment 2 to EN 1176-1:1998 using the UAP procedure of
4 months.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.
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4.2.7.2  Entrapment of the head and neck
Replace sentence in 4.2.7.2 b) 'Rigid circular ... 230 mm' by
'For equipment accessible to children of 0-36 months, rigid openings more than 600 mm above the ground or

standing surface shall not allow a probe of diameter 130 mm shaped as probe D (see Figure D.1) to pass through
unless the opening also allows passage of the large head probe D'.

428.1.2 Dimensions of the free space

Table 2 - Dimensions of the cylinder for the determination of the free space

Add the bold text in the Table as shown below:

Hanging 500 300 above hanging position

1800 below hanging position

Figure 16 - Example of falling space of a fireman's pole

Replace Figure with new Figure 16
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Key

1 Space occupied by the equipment
2  Falling space

3  Free space

a8 See Table 2
Figure 16 — Example of falling space of a fireman's pole
4.2.8.4  Protection against injuries in the falling space
Delete the word 'NOTE 1' and the rest of the sentence becomes a requirement (increase font size of sentence).
Note 2 will now become Note 1.
4.29.1 Ladders

Add the following sentence after the 2" paragraph: 'Equal spacing is required only between the rungs and between
the highest rung and the platform and not between the ground and the first rung'.

A.2.6.1 Swings

Change 'swings' to 'swing seats' in the sentence between Note 1 and Note 2.
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Annex A
(normative)

Insert new clause heading and text:

A.2.6.8 Lateral protection of slides'’

The vertical and horizontal loads which should be applied to the lateral protections of slides are the load defined in
A.2.2 d) of EN 1176-1:1998, namely: d) total horizontal user load.

The total horizontal user load is 10 % of the total vertical user load according to A.2.2 ¢) and acts on the same
level, together with the vertical load: Ftot; h = 0,1 Ftot; v (A.4)

NOTE This load allows for movement of children playing and inaccuracies in the structure.
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