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Foreword

This document (EN 1176-3:1998/A1:2003) has been prepared by Technical Committee CEN/TC 136 “Sports,
playground and other recreational equipment”, the secretariat of which is held by DIN.

This Amendment to the European Standard EN 1176-3:1998 shall be given the status of a national standard, either
by publication of an identical text or by endorsement, at the latest by October 2003, and conflicting national
standards shall be withdrawn at the latest by October 2003.

The purpose of Amendment 1 to EN 1176-3:1998 is to modify clause 4.3.4, 4.3.5 Figure 2 a) and 4.6.

With resolution 165, CEN/TC 136 agreed to an Amendment 1 to EN 1176-3:1998 using the UAP procedure of
4 months.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.
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4.3.4 Lateral protection (sides)

In last paragraph, change 500 mm to 50 mm
4.3.5 Access (rails)

Figure 2 a)

Replace figure with new Figure 2 a)

Dimensions in millimetres

Key
1 This hatched zone represents all the possible positions of the top of crossbar

a) Attachment slide, over 1 000 mm (see 3.4)

4.6 Sides and profile of the slide

In first paragraph, delete “both”, “starting and” and “s” from sections.
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