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This amendment A1 modifies the European Standard EN 50521:2008; it was approved by CENELEC on 2012-
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the conditions for giving this amendment the status of a national standard without any alteration. 
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application to the CEN-CENELEC Management Centre or to any CENELEC member. 
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Foreword 

This document (EN 50521:2008/A1:2012) has been prepared by CLC/TC 82 "Solar photovoltaic 
energy systems". 

The following dates are fixed: 

• latest date by which this document has 
to be implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2013-06-25 

• latest date by which the national 
standards conflicting with this 
document have to be withdrawn 

(dow) 2015-06-25 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 
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1 Scope 

Replace the first sentence by the following: 

This European Standard applies to connectors of application Class A according to EN 61730-1 for use 
in photovoltaic systems with rated voltages up to 1 500 V DC and rated currents up to 125 A per 
contact. 

5 Constructional requirements and performance 

5.18.1.2 Overvoltage category 

Replace the text and Table 2 by the following: 

The assignment of connectors may be carried out according to the rules as given in EN 60664-1 in 
conjunction with IEC/TR 60664-2-1:2011, Annex D, for overvoltage Category III. 

Table 2 – Rated impulse voltage 

Rated voltage 
 

V DC 

Values for the rated impulse voltage 
for basic insulation 

kV (1,2/50 µs) 

Values for the rated impulse voltage 
for reinforced insulation 

kV (1,2/50 µs) 

  100 1,5 2,5 

  150 2,5 4,0 

  300 4,0 6,0 

  600 6,0 8,0 

1 000 8,0 12,0  

1 500 10,0  16,0  

NOTE Values are for overvoltage category III. 

 
 
Bibliography 
 
Add the following reference:  
 
IEC/TR 60664-2-1:2011, Insulation coordination for equipment within low-voltage systems – Part 2-1: 
Application guide – Explanation of the application of the IEC 60664 series, dimensioning examples 
and dielectric testing 
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