
2003-01.Slovenski inštitut za standardizacijo. Razmnoževanje celote ali delov tega standarda ni dovoljeno.

Podrobna specifikacija: Zelo stabilni fiksni plastni upori majhnih moči za
površinsko montažo (SMD) - Pravokotni - Razreda stabilnosti 0,1 in 0,25

Bauartspezifikation: SMD Schicht-Festwiderstände niedriger Belastbarkeit mit hoher 
Stabilität - Rechteckig - Stabilitätsklassen 0,1; 0,25

Spécification particulière: Résistances fixes à couche de haute stabilité et à faible 
dissipation CMS - Rectangulaires - Catégories de stabilité 0,1; 0,25

Detail Specification: Fixed low power film high stability SMD resistors - Rectangular - 
Stability classes 0,1; 0,25

31.040.10 Fiksni upor Fixed resistors
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Corrigendum to EN 140401-804 

English version 

___________ 

Replace all occurrences of "EN 60115-1:201X" with "EN 60115-1:2011" throughout the text. 

In the first table on page 5, replace in the second column, second row, "(month) 201X" with  
"June 2011". 

In 1.3.1, second paragraph, in the brackets, replace "500 kΩ" with "499 kΩ" to read: "1 % > 499 kΩ". 

In Table 3a, third row (RR 1608M), tolerance on rated resistance of ±1 %, fourth column (Resistance Range), 
replace "500 kΩ" with "499 kΩ" to read: "24,9 Ω to 499 kΩ". 

In Table 3b, third row (RR 1608M), tolerance on rated resistance of ±1 %, fourth column (Resistance Range), 
replace "500 kΩ" with "499 kΩ" to read: "267 kΩ to 499 kΩ". 

In the heading of Table 4, delete "(according to EN 140400:2003, Table 2)" to read: "Table 4 – Temperature 
coefficients and percentage change of resistance". 

In 1.9.4, 7th dash, delete "(only version E)". 
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