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EN 1433:2002/A1:2005 (E)

Foreword

This European Standard (EN 1433:2002/A1:2005) has been prepared by Technical Committee CEN/TC 165
“Wastewater engineering”, the secretariat of which is held by DIN.

This Amendment to the European Standard EN 1433:2002 shall be given the status of a national standard,
either by publication of an identical text or by endorsement, at the latest by December 2005, and conflicting
national standards shall be withdrawn at the latest by December 2005.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and United Kingdom.



The following modifications shall be included in the text of EN 1433:2002:

Subclause 7.10.1.2

EN 1433:2002/A1:2005 (E)

Table 9 shall be amended by adding a footnote ® to the length < 170 mm as shown below:

Table 9 — Dimensions for classes C 250 to F 900

Orientation Width Length
mm mm
No 1 from 0° to 45° and >10to 18 no limitation
from > 135° to 180° >~ 18 to 32 <1702
No 2 from 45° to 135° >10to 42 no limitation

NOTE In pedestrian streets and pedestrian areas the slot width can be reduced to 5 mm at the
specifier's discretion.

@ A deviation from this requirement is permitted for slot units and kerb units designed for places of installation
where traffic by bicycles is prohibited. The Specifier is responsible for ensuring that the product is safe to use in
the area intended, where such deviation from these requirements is considered.

Subclause 7.10.3

The following sentence shall be added at the end of the 2 paragraph:

A deviation in the length of inlet.openings is permitted .only where the horizontal projection of the opening is

0 mm.
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