
2003-01.Slovenski inštitut za standardizacijo. Razmnoževanje celote ali delov tega standarda ni dovoljeno.

Železniške naprave - Sistemi za odjem toka - Tehnični kriteriji za interaktivnost
med odjemnikom toka in kontaktnim vodnikom (za doseganje prostega dostopa)

Bahnanwendungen - Zusammenwirken der Systeme - Technische Kriterien für das 
Zusammenwirken zwischen Stromabnehmer und Oberleitung für einen freien Zugang

Applications ferroviaires - Systèmes de captage de courant - Critères techniques 
d'interaction entre le pantographe et la ligne aérienne de contact (réalisation du libre 
accès)

Railway applications - Current collection systems - Technical criteria for the interaction 
between pantograph and overhead line (to achieve free access)

29.280 Električna vlečna oprema Electric traction equipment
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Corrigendum to EN 50367:2012 

English version 

___________ 

1 Modifications to Table B.2 

In Table B.2, Column: SK and Row: Maximum contact wire height (m), replace "6,3" by "6,2". 

In Table B.2, Column: SK and Row: Minimum contact wire height (m), replace "6,2" by "4,95". 

2 Modifications to Table B.4 

In Table B.4, Column: SK and Row: Range of working height of pantograph for normal performance (m), 
replace "4,8 to 5,6" by "4,95 to 6,3". 

In Table B.4, Column: SK and Row: Range of working height of pantograph for low speed (m), replace 
"4,8 - 5,6" by "4,95 to 6,3". 

 

__________ 
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