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English version 
 
Foreword 
 
"prEN 14035-5, Fireworks – Part 5: Batteries or combinations – Specification and test methods" has to 
be changed into "prEN 14035-5, Fireworks – Part 5: Batteries and combinations – Specification and 
test methods". 
"prEN 14035-31, Fireworks – Part 31: Shells-in-mortars – Specification and test methods" has to be 
changed into "prEN 14035-31, Fireworks – Part 31: Shell-in-mortars – Specification and test methods". 
 
Delete: 
prEN 14035-14, Fireworks – Part 14: Flying squibs – Specification and test methods 
prEN 14035-16, Fireworks – Part 16: Friction ignited flash bangers – Specification and test methods 
prEN 14035-26, Fireworks – Part 26: Percussion caps – Specification and test methods 
prEN 14035-32, Fireworks – Part 32: Snaps – Specification and test methods 
 
Add: 
prEN 14035-38, Fireworks – Part 38: Shot tubes – Specification and test methods 
 
 
4 Categorisation 
 
banger 
Delete: 
and 'friction-ignited flash banger' 
 
Bengal stick 
Delete: 
cap: 
see 'percussion cap' 
 
Delete: 
Type name  
flying squib 
serpenteau 
Schwärmer 
Brief description 
tube, with choke, containing gas- and sparks-producing pyrotechnic composition  
Principal effects 
motion on the ground and emission of sparks, with or without a report 
 
Delete: 
Type name 
friction-ignited flash banger 
pétard à composition flash à friction 
Blitzknallkörper mit Reibkopf  
Brief description 
non-metallic case containing metal-based pyrotechnic composition, with a friction head at one end 
separated from the flash charge by a delay fuse  
Principal effects 
report and a flash of light 
 
Change 
Hand-held sparkler 
"rigid wire partially coated with slow-burning pyrotechnic composition, with or without an ignition tip 
and designed to be held in the hand" has to be changed into  "rigid wire partially coated along one end 
with slow-burning pyrotechnic composition, with or without an ignition tip and designed to be held in 
the hand" 
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Delete: 
Type name 
percussion cap 
amorce 
Amorce 
Brief description 
non-metallic envelope or cup containing a dot of impact-sensitive pyrotechnic composition 
Principal effects 
report, when device is hit 
 
Add 
Type name 
shell 
Brief description 
device containing propellant charge, delay fuse and bursting charge, with pyrotechnic unit(s) or loose 
pyrotechnic composition, and designed to be projected from a mortar (tube closed at one end) 
Principal effects 
Ascent and subsequent bursting of the firework case at high altitude, with ejection of any pyrotechnic 
units, producing visual and/or aural effect(s) 
 
Add 
Type name  
shot tube 
Feuerwerksrohr  
Brief description 
tube containing propellant charge and a pyrotechnic unit, with or without a transmitting fuse 
Principal effects 
ejection of the pyrotechnic unit, producing a visual and/or aural effect in the air 
 
Delete 
Type name 
snap 
pétard à tirette 
Knallziehband  
Brief description 
two overlapping strips of cardboard or paper, or two strings, with a friction-sensitive pyrotechnic 
composition in sliding contact with an abrasive surface 
NOTE   A snap can be a pyrotechnic unit in a Christmas Cracker.  
Principal effects 
report, when device is pulled apart 
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