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Transportable gas cylinders - Battery vehicles - Design, manufacture, identification and 
testing

Premiļne plinske jeklenke ï Baterijska vozila ï Naļrtovanje, izdelava, oznaļevanje
in preskuġanje

Bouteilles a gaz transportables - Véhicules-batteries - Conception, fabrication, 
identification et essai

Ortsbewegliche Gasflaschen - Batterie-Fahrzeuge - Konstruktion, Herstellung, 
Kennzeichnung und Prüfung
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Pressure vessels, gas 
cylinders
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Version Française 
Deutsche Fassung 

 Transportable gas cylinders - Battery vehicles - Design, manufacture, 
identification and testing 

 

Bouteilles à gaz transportables - Véhicules-
batteries - Conception, fabrication, 

identification et essai 

 Ortsbewegliche Gasflaschen - Batterie-
Fahrzeuge - Konstruktion, Herstellung, 

Kennzeichnung und Prüfung 

This corrigendum becomes effective on 22 June 2005 for incorporation in the three official language 
versions of the EN. 
 
Ce corrigendum prendra effet le 22 juin 2005 pour incorporation dans les trois versions linguistiques 
officielles de la EN. 
 
Die Berichtigung tritt am 22.Juni 2005 zur Einarbeitung in die drei offiziellen Sprachfassungen der EN 
in Kraft. 
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2 

English version 

Remove the current sub-clause 4.6.4 and replace it with the following: 

4.6.4 For liquefied gases that are also toxic or flammable (or toxic and flammable) a self-closing valve, that 
may be operated remotely and which closes automatically in the event of unintended movement and of fire, 
shall be fitted upstream of the main valve/connection. 
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