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Foreword 

This document (EN ISO 16120-2:2011) has been prepared by Technical Committee ISO/TC 17 "Steel" in 
collaboration with Technical Committee ECISS/TC 106 “Wire rod and wires” the secretariat of which is held by 
AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by January 2012, and conflicting national standards shall be withdrawn at 
the latest by January 2012. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 10016-2:1994. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 16120-2:2011 has been approved by CEN as a EN ISO 16120-2:2011 without any 
modification. 

 

 

SIST EN ISO 16120-2:2011

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 16120-2:2011
https://standards.iteh.ai/catalog/standards/sist/d6b601cd-4e2a-4c33-8138-

af29868cbbbf/sist-en-iso-16120-2-2011



 

SIST EN ISO 16120-2:2011

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 16120-2:2011
https://standards.iteh.ai/catalog/standards/sist/d6b601cd-4e2a-4c33-8138-

af29868cbbbf/sist-en-iso-16120-2-2011



 

 

 

 

 

Reference number
ISO 16120-2:2011(E)

© ISO 2011
 

 

 
 

INTERNATIONAL 
STANDARD 

ISO
16120-2

Second edition
2011-07-01

Non-alloy steel wire rod for conversion to 
wire — 
Part 2: 
Specific requirements for 
general-purpose wire rod 

Fil-machine en acier non allié destiné à la fabrication de fils — 

Partie 2: Exigences spécifiques au fil-machine d'usage général 

 

SIST EN ISO 16120-2:2011

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 16120-2:2011
https://standards.iteh.ai/catalog/standards/sist/d6b601cd-4e2a-4c33-8138-

af29868cbbbf/sist-en-iso-16120-2-2011



ISO 16120-2:2011(E) 

 COPYRIGHT PROTECTED DOCUMENT 
 
©   ISO 2011 
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means, 
electronic or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or 
ISO's member body in the country of the requester. 

ISO copyright office 
Case postale 56 • CH-1211 Geneva 20 
Tel.  + 41 22 749 01 11 
Fax  + 41 22 749 09 47 
E-mail  copyright@iso.org 
Web  www.iso.org 

Published in Switzerland 
 

ii © ISO 2011 – All rights reserved
 

 

SIST EN ISO 16120-2:2011

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 16120-2:2011
https://standards.iteh.ai/catalog/standards/sist/d6b601cd-4e2a-4c33-8138-

af29868cbbbf/sist-en-iso-16120-2-2011



ISO 16120-2:2011(E) 

© ISO 2011 – All rights reserved iii
 

Contents Page 

Foreword ............................................................................................................................................................iv 
1 Scope ......................................................................................................................................................1 
2 Normative references............................................................................................................................1 
3 Designation ............................................................................................................................................1 
4 Requirements.........................................................................................................................................1 
4.1 General ...................................................................................................................................................1 
4.2 Chemical composition ..........................................................................................................................2 
4.3 Internal soundness and surface quality..............................................................................................2 
4.4 Depth of surface discontinuities..........................................................................................................3 
4.5 Core segregation ...................................................................................................................................3 
4.6 Tensile strength.....................................................................................................................................3 
4.7 Scale characteristics.............................................................................................................................4 
4.8 Mechanical damage...............................................................................................................................4 
Annex A (informative)  Steel designations in accordance with ISO 16120-2 and designation of 

comparable steel grades in national or regional standards .............................................................5 
Bibliography........................................................................................................................................................7 
 

SIST EN ISO 16120-2:2011

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 16120-2:2011
https://standards.iteh.ai/catalog/standards/sist/d6b601cd-4e2a-4c33-8138-

af29868cbbbf/sist-en-iso-16120-2-2011


	¡‰·�Õ°3`ßÄ�¨”½òÖÒ�µ−
çëëñ`ﬂž™Î4LæTŸ‡£¶€¹™T�ä¨�kæ“‹¨»©?êêªüÀžæf˙w2−;e˛3�±ù1`ﬂ�0\?ì˚�Àłƒeﬁæ�žm/�çÖ<Lﬂ9alq

