
2003-01.Slovenski inštitut za standardizacijo. Razmnoževanje celote ali delov tega standarda ni dovoljeno.

Adhesives for paper and board, packaging and disposable sanitary products - 180°-"T" 
peel test for a flexible-to-flexible assembly

Lepila za papir in karton za embalaģo in higienske izdelke za enkratno uporabo -
180Á - T-preskus luġļenja za spoje dveh gibkih lepljencev

Adhésifs pour papier et carton, emballage et produits sanitaires jetables - Essai de 
pelage en "T" a 180° pour un assemblage flexible sur flexible

Klebstoffe für Papier, Verpackung und Hygieneprodukte - 180°-"T"-Schälprüfung für 
flexibel/flexibel geklebte Proben

Ta slovenski standard je istoveten z: EN 1895:2001/AC:2007

SIST EN 1895:2002/AC:2007 en,fr,de
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 Adhesives for paper and board, packaging and disposable sanitary 
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This corrigendum becomes effective on 27 June 2007 for incorporation in the three official language 
versions of the EN. 
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English version 

Clause 2 

Replace "EN 1066, Adhesives — Sampling." with "EN ISO 15605, Adhesives — Sampling (ISO 15605:2000).". 

 

7.1 

Replace "EN 1066" with "EN ISO 15605". 

 

Clause 11, j) 

Replace expression "newton per square millimetre" with "newton per millimetre of specimen width". 

 

 

Version française 

Article 2 

Remplacer "EN 1066, Adhésifs — Échantillonnage." par "EN ISO 15605, Adhésifs — Échantillonnage 
(ISO 15605:2000).". 

 

7.1 

Remplacer "l'EN 1066" par "l'EN ISO 15605". 

 

Article 11, j) 

Remplacer l'expression "newtons par millimètre carré" par "newtons par millimètre largeur de l’échantillon". 

 

 

Deutsche Fassung 

 

Abschnitt 2 

"EN 1066, Klebstoffe — Probenahme." ist durch "EN ISO 15605, Klebstoffe — Probenahme 
(ISO 15605:2000)." zu ersetzen. 
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7.1 

"EN 1066" ist durch "EN ISO 15605" zu ersetzen. 

 

Abschnitt 11, j) 

Der Ausdruck "Newton je Quadratmillimeter" ist durch "Newton je Millimeter Probenbreite" zu ersetzen. 
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