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AMENDEMENT 1: Gestion de NCMS

RECTIFICATIF TECHNIQUE 1

Technical Corrigendum 1 to International Standard ISO/IEC 10737:1994/Amd.1:1994 was prepared by Joint
Technical Committee ISO/IEC JTC 1, Information technology, Subcommittee SC 6, Telecommunications and
information exchange between systems.
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In the ncmsPM managed object definition, replace the seventh and eighth lines by the lines:

     ncmsPMPackageImportedNotifications-B,

      ncmsPM-B BEHAVIOUR

In the ncmsPM managed object definition, replace the two lines following “NOTIFICATIONS” by the lines:

      "DMI":communicationsAlarm

         ncmsPMPDUHeader
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In the ncmsPM-transportEntity-Automatic name binding, replace the seventh line by:

    ncmsPM-transportEntity-Automatic-B BEHAVIOUR

In the ncmsPMId attribute definition, replace the second line by:

   WITH ATTRIBUTE SYNTAX ASN1DefinedTypesModule.NameType
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In the ncmsPMPDUHeader parameter definition, replace the first line (starting “ncmsPMPHeader”) by:

ncmsPMPDUHeader PARAMETER

In the ncmsPMPDUHeader parameter definition, insert “!” at the end of the seventh line, ending “…notification.”

In the ncmsPMSourceAddress parameter definition, insert “!” at the end of the seventh line, ending “…notification.”
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In the first line of the ncc managed object definition, replace “nccMANAGED” by “ncc MANAGED”
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In the second line of the ncRecoveries attribute definition, replace “"GMI":nonwrapping64BitCounter” by
“"GMI":nonWrapping64BitCounter”
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In the SourceOfAllocationSyntax definition, replace “:=” by “::=”

iTeh STANDARD PREVIEW
(standards.iteh.ai)

ISO/IEC 10737:1994/Amd 1:1994/Cor 1:1997
https://standards.iteh.ai/catalog/standards/sist/cb54c6ac-f452-485a-91a1-

708b9909e4e1/iso-iec-10737-1994-amd-1-1994-cor-1-1997


	ƒŸI¬ÜÙ¥;Î˘Ô�Ý¾�|=O? ù"Ú|$¼kÊ×äïÈ³˘
Cçõ½Œ–5DÃ;˘¹ı>pÀ¬_ÕÉ<d½Ł>¯=í†�Í_IäÕý�}1¢ÖÕÆ<@eGëlœ⁄Êõlö`ƒ>�÷»�<J7�,ûÅªÑ)içÅ'\�)ëù��ã�áV·�M&	äuÏ@ë–Ù™öÀRúﬂÒ�¢�⁄×úc`÷�O†}&ëþqž!:„,ºˇøµ

