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Posode za prevoz nevarnih snovi - Kovinski rezervoarji z delovnim tlakom pod 0,5
bar - Naļrtovanje in konstrukcija

Tanks für die Beförderung gefährlicher Güter - Metalltanks mit einem Betriebsdruck von 
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Citernes destinées au transport de matières dangereuses - Citernes métalliques ayant 
une pression de service inférieure ou égale à 0,5 bar - Conception et construction

Tanks for the transport of dangerous goods - Metallic tanks with a working pressure not 
exceeding 0,5 bar - Design and construction

23.020.20 Posode in vsebniki, montirani 
na vozila

Vessels and containers 
mounted on vehicles

13.300 Varstvo pred nevarnimi 
izdelki

Protection against dangerous 
goods
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 Tanks for the transport of dangerous goods - Metallic tanks with a working 
pressure not exceeding 0,5 bar - Design and construction 

 

Citernes destinées au transport de matières 
dangereuses - Citernes métalliques ayant 

une pression de service inférieure ou égale 
à 0,5 bar - Conception et construction 

 Tanks für die Beförderung gefährlicher 
Güter - Metalltanks mit einem 

Betriebsdruck von höchstens 0,5 bar - 
Auslegung und Bau 

This corrigendum becomes effective on 4 November 2009 for incorporation in the three official 
language versions of the EN. 
 
Ce corrigendum prendra effet le 4 novembre 2009 pour incorporation dans les trois versions 
linguistiques officielles de la EN. 
 
Die Berichtigung tritt am 4.November 2009 zur Einarbeitung in die drei offiziellen Sprachfassungen 
der EN in Kraft. 
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1 Modifications to A.5.2, Symbols and units 

 
Page 32, replace the first paragraph with the following paragraph: 

"Figure A.1 is illustrated by way of example: 

 tank body: form.......(to be completed by the manufacturer); 

 section...................(to be completed by the manufacturer).". 

 

Page 32, replace the existing Figure A.1 with the following figure: " 

 

". 

 

Page 32, add the following key elements right after Figure A.1 and before the figure title: 

"Key 

1  Shell wall 

2  Front end 
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3  Rear end 

4  Partition 

5  Surge plate 

6  Top opening 

7  Bottom opening 

8  Supports". 
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