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Tekstilije - Preskuġanje barvne obstojnosti - Del G02: Barvna obstojnost proti
seģignim plinom (ISO 105-G02:1993, vkljuļno s tehniļnim popravkom 1:1995/Cor
2:2009)

Textilien - Farbechtheitsprüfungen - Teil G02: Farbechtheit gegen Verbrennungsgase 
(ISO 105-G02:1993, einschließlich Technische Korrektur 1:1995/Cor 2:2009)

Textiles - Essais de solidité des teintures - Partie G02: Solidité des teintures aux fumées 
de gaz brûlés (ISO 105-G02:1993, Rectificatif Technique 1:1995 inclus/Cor 2:2009)

Textiles - Tests for colour fastness - Part G02: Colour fastness to burnt-gas fumes (ISO 
105-G02:1993, including Technical Corrigendum 1:1995/Cor 2:2009)

59.080.01 Tekstilije na splošno Textiles in general

ICS:

Ta slovenski standard je istoveten z: EN ISO 105-G02:1997/AC:2009
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 Textiles - Tests for colour fastness - Part G02: Colour fastness to burnt-gas 
fumes (ISO 105-G02:1993, including Technical Corrigendum 1:1995/Cor 

2:2009) 

 

Textiles - Essais de solidité des teintures - 
Partie G02: Solidité des teintures aux 

fumées de gaz brûlés (ISO 105-G02:1993, 
Rectificatif Technique 1:1995 inclus/Cor 

2:2009) 

 Textilien - Farbechtheitsprüfungen - Teil 
G02: Farbechtheit gegen 

Verbrennungsgase (ISO 105-G02:1993, 
einschließlich Technische Korrektur 

1:1995/Cor 2:2009) 

This corrigendum becomes effective on 4 November 2009 for incorporation in the three official 
language versions of the EN. 
 
Ce corrigendum prendra effet le 4 novembre 2009 pour incorporation dans les trois versions 
linguistiques officielles de la EN. 
 
Die Berichtigung tritt am 4.November 2009 zur Einarbeitung in die drei offiziellen Sprachfassungen 
der EN in Kraft. 

 
EUROPEAN COMMITTEE FOR STANDARDIZATION  
C O M I T É  E U R O P É E N  D E  N O R M A LI S A T I O N 
EUR OP ÄIS C HES  KOM ITEE FÜR  NOR M UNG 
 

 

Management Centre:  Avenue Marnix 17,  B-1000 Brussels 

© 2009 CEN All rights of exploitation in any form and by any means reserved worldwide for CEN national Members. 
Tous droits d'exploitation sous quelque forme et de quelque manière que ce soit réservés dans le monde entier aux 
membres nationaux du CEN. 
Alle Rechte der Verwertung, gleich in welcher Form und in welchem Verfahren, sind weltweit den nationalen Mitgliedern 
von CEN vorbehalten. 
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Endorsement notice 
 

The text of ISO 463:1993/Cor.2:2009 has been approved by CEN as a European Corrigendum without any 
modifications. 
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INTERNATIONAL STANDARD ISO 105-G02:1993 
TECHNICAL CORRIGENDUM 2 

Published 2009-09-01 

INTERNATIONAL ORGANIZATION FOR STANDARDIZATION • МЕЖДУНАРОДНАЯ ОРГАНИЗАЦИЯ ПО СТАНДАРТИЗАЦИИ • ORGANISATION INTERNATIONALE DE NORMALISATION
 

  

Textiles — Tests for colour fastness — 
Part G02: 
Colour fastness to burnt-gas fumes 

TECHNICAL CORRIGENDUM 2 

Textiles — Essais de solidité des teintures — 

Partie G02: Solidité des teintures aux fumées de gaz brûlés 

RECTIFICATIF TECHNIQUE 2 

Technical Corrigendum 2 to ISO 105-G02 was prepared by Technical Committee ISO/TC 38, Textiles, 
Subcommittee SC 1, Tests for coloured textiles and colorants. 

                               

Page 1, Clause 2 

Replace the list of dated references with the following: 

ISO 105-A01, Textiles — Tests for colour fastness — Part A01: General principles of testing 

ISO 105-A02, Textiles — Tests for colour fastness — Part A02: Grey scale for assessing change in colour 

ISO 105-C06, Textiles — Tests for colour fastness — Part C06: Colour fastness to domestic and commercial 
laundering 

ISO 105-D01, Textiles — Tests for colour fastness — Part D01: Colour fastness to dry cleaning using 
perchloroethylene solvent 
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Page 2, Subclause 4.8 

Replace the entire text with the following. 

If required, 1993 AATCC1) Standard Reference Detergent WOB (see 5.5), as specified in ISO 105-C06. 

Add the following footnote at the foot of the page. 

1) American Association of Textile Chemists and Colorists (AATCC), 1 Davis Drive, PO Box 12215, Research 
Triangle Park, North Carolina 27709-2215 USA; Tel: +1.919.549.8141; fax: +1.919.549.8933; email: info@aatcc.org; 
www.aatcc.org. 

 

Page 2, Subclause 6.1, last paragraph 

Replace the reference “(see ISO 105-A01:1989, clause 14)” with “(see ISO 105-A01)”. 
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