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Foreword 

This document (EN ISO 28199-1:2009/AC:2009) has been prepared by Technical Committee ISO/TC 35 
"Paints and varnishes" in collaboration with Technical Committee CEN/TC 139 “Paints and varnishes” the 
secretariat of which is held by DIN. 

Endorsement notice 

The text of ISO 28199-1:2009/Cor 1:2009 has been approved by CEN as a EN ISO 28199-1:2009/AC:2009 
without any modification. 
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Paints and varnishes — Evaluation of properties of coating 
systems related to the application process — 
Part 1: 
Relevant vocabulary and preparation of test panels 

TECHNICAL CORRIGENDUM 1 

Peintures et vernis — Évaluation des propriétés des systèmes de revêtement liées au mode d'application — 

Partie 1: Vocabulaire pertinent et préparation des panneaux d'essai 

RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to ISO 28199-1:2009 was prepared by Technical Committee ISO/TC 35, Paints and 
varnishes, Subcommittee SC 9, General test methods for paints and varnishes. 

                               

Page 13 

In Figure 6, the two halves (“with reference strip” and “without reference strip”) of the figure have been 
incorrectly inverted. Replace the figure, therefore, by the following, corrected, figure. 
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Dimensions in millimetres

 

with reference strip (Version B1) without reference strip (Version B2) 

Key 
+ measuring point 

Figure 6 — Measurement pattern for Version B 
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