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Foreword 

This document (EN 12413:2007/FprA1:2010) has been prepared by Technical Committee CEN/TC 143 
“Machine tools - Safety”, the secretariat of which is held by SNV. 

This document is currently submitted to the Unique Acceptance Procedure. 

This document will supersede EN 12413:2007. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

During revision of EN 12413:1999 an editorial simplification of the table with the scope of inspection 
(EN 12413:1999, Table 14) had been decided (see meeting report, document CEN/TC 143/WG 2 N 132). 
However this simplification led to a tightening of the scope of inspection for "all other abrasive products" in 
EN 12413:2007, Table 7 which was not covered by the compilation of comments table (document 
CEN/TC 143/WG 2 N 133) and no technical reason can be seen for this tightening of requirements. 

Therefore this amendment to EN 12413:2007 changes the requirements for "all other abrasive products" on 
the basis of EN 12413:1999, taking into account the diameter of 406 mm introduced in EN 12413:2007. 

NOTE For better understanding the intended changes by this amendment are marked in bold italics below: 

All other 
abrasive 
products all 

V, B, 
R,  

E, PL 

D < 150 all – – 100 % 

150 ≤ D ≤ 406 
≤ 80 10 % or 0,1 %b 100 % 

> 80 100 % – 100 % 

406 < D ≤≤≤≤ 750 T ≤≤≤≤ 100 
≤≤≤≤ 50 10 % or 0,1 %b 100 % 

> 50 100 % – 100 % 

T > 100 all 100 % – 100 % 

D > 750 all 100 % – 100 % 

MG all ≤ 25 – – 100 % 
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1 Modification to 6.2, Table 7 

Replace line "All other abrasive products“ in Table 7 "Minimum scope of inspection" with the following line: " 

All other abrasive 
products all 

V, B, 
R,  

E, PL 

D < 150 all – – 100 %

150 ≤ D ≤ 406 
≤ 80 10 % or 0,1 % b 100 %

> 80 100 % – 100 %

406 < D ≤ 750 T ≤ 100 
≤ 50 10 % or 0,1 % b 100 %

> 50 100 % – 100 %

T > 100 all 100 % – 100 %

D > 750 all 100 % – 100 %

MG all ≤ 25 – – 100 %

". 
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