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1 Modification to Clause 4, List of significant hazards 

Replace 

"4 !List of significant hazards 

4.1 Mechanical hazards 

4.1 General 

This clause contains all the significant hazards, hazardous situations and events, as far as they are dealt with in this 
European Standard, identified by risk assessment as significant for this type of machinery, and which require action to 
eliminate or reduce the risk."" 

with 

"4 !List of significant hazards 

4.1 General 

This clause contains all the significant hazards, hazardous situations and events, as far as they are dealt with 
in this European Standard, identified by risk assessment as significant for this type of machinery, and which 
require action to eliminate or reduce the risk." 

4.2 Mechanical hazards 

The mechanical hazards of impact, cutting, trapping, crushing are due to contact of the hands with the rotating 
parts. They may arise from the following: 

 unintended starting; 

 ejection of parts due to bursting or breaking during operation, or disconnection of parts; 

 falling of parts and ejection of tools; 

 falling of the machine. 

NOTE As it would take a too long time to develop a test for checking the relevant requirement this last item will be 
dealt with at the stage of the revision of this standard.". 

Update the following subtitle numbering as follows: 

4.3 Electrical hazards 

4.4 Thermal hazards 

4.5 Hazards generated by neglecting hygiene principles in machine design 

4.5.1 Hazards to the operator 

4.5.2 Hazards to the consumer 

4.6 Hazards generated by neglecting ergonomic principles in machine design 
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2 Modification to 7.3, Marking 

Update the field formatting of the header to ensure the right numbering "7.3". 
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