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FOREWORD

This European Standard based on the International Standard

IEC 61-2:1969 + supplements A:1970 to K:1992 along with common
modifications was prepared by CENELEC Technical Committee TC 34z,
Luminaires and associated equipment.

NOTE: IEC 61-2:1969 + supplements A:1970 to G:1983 were punlished
as a consolidated edition.

It was submitted to the CENELEC Unique Acceptance Procedure (UAP) in
May 1992 and was approved by CENELEC as EN 60061-2 on 9 March 1993.

This European Standard supersedes HD 65.2 S1:1978.

The following dates were fixed:

- latest date of publication of an
identical national standard (dop) 1994-03-01

- latest date of wWithdrdawallof
conflicting national standards (dow) 1994-03-01

For products which have complied with HD 65.2 $1:1978 before 1994-03-01,

as shown by the manufacturer or by ,a certification body, this previous
standard may continue to apply for production, until, 1999-03-01
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Endorsement notice

The text of the International Standard IEC 61-2:1969 and its supplements A:1970 to K:1992
was approved by CENELEC as a European Standard with agreed common modifications as
given below.

COMMON MODIFICATIONS
Standard Sheet Common modification
7005-6-1 Delete this sheet
7005-24A-1 Delete this sheet
7005-28-1 Delete this sheet
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COMMISSION' ELECTROTECHNIQUE INTERNATIONALE

CULOTS DE LAMPES ET DOUILLES AINSI QUE CALIBRES
POUR LE CONTROLE DE L’INTERCHANGEABILITE ET DE LA SECURITE

Deuxiéme partie: Douilles

PREAMBULE

1) Les décisions ou accords officicls de 1a CEI en ce qui concerne les questions techniques, préparés par des Comités d'Etudes
ol sont représentés tous les Comités nationaux s’intéressant & ces questions, expriment dans la plus grande mesure pussible
un accord international sur les sujets examinés.

2) Ces décisions constituent des recommandations internationales et sont agréées comme telles par les Comités nationaux.

3) Dans le but d’encourager cette unification internationale, la CEI exprime le veeu que tous les Comités nationaux ne
possédant pas encore de régles nationales, lorsqu'ils préparent ces régles, prennent comme base fondamentale de ces régles
les recommandations de la CEI dans la mesure ol les conditions pationales le permettent.

4) On reconnait qu’il est désirable que 1’accord international sur ces questions soit suivi d"un effort pour harmoniser les régles
nationales de normalisation avec ces recommandations dans la mesure o les conditions nationales le permettent. Les
Comités nationaux s’engagent & user de leur influence dans ce but. ’

PREFACE

AN
Troisiéme| édition) 1969

La présente publication a été établie par le Sous‘Comité 34B: Culots et douilles, du Comité d’Etudes
Ne© 34 de la CEI: Lampes et équipements associés. Elle contient des recommandations de la CEI concer-
nant les culots de lampes et les douilles généralement utilisés & 1’heure actuelle, ainsi que les calibres
appropriés, destinés & assurer leur interchangeabilité sur le plan international. Les formes de calibres
représentées dans le fascicule, bien qu’ayant été acceptées en principe sur une base générale, ne consti-
tuent pas nécessairement les seules possibles.

Etant donné 'augmentation du nombre de feuilles de normes que comprend la Publication 61,
il a été décidé, a I'occasion de la troisi¢éme édition, de subdiviser la publication en trois parties, numé-
rotées 61-1, 61-2 et 61-3, et traitant respectivement des culots, des douilles et des calibres.

Ces parties sont interdépendantes et chacune doit toujours étre utilisée conjointement avee les
autres.

La premiére partie (Publication 61-1 de la CEl) comprend une introduction a ’ensemble de la
publication et les feuilles de normes pour les culots de lampes.

La deuxieéme partie (Publication 61-2 de 1a CEI) comprend les feuilles de normes pour les douilles
de lampes.

La troisiéme partie (Publication 61-3 de la CEI) comprend les feuilles de normes pour les calibres.

De méme que pour les deux éditions précédentes, des compléments contenant des feuilles de normes
nouvelles ou révisées seront publiés au fur et 4 mesure des progrés des travaux de la CEI dans ce domaine.

Publication 61-2 de la CEF - auu 1909
1EC Publication 61-2 - May 19



INTERNATIONAL ELECTROTECHNICAL COMMISSION

LAMP CAPS AND HOLDERS TOGETHER WITH GAUGES
FOR THE CONTROL OF INTERCHANGEABILITY AND SAFETY

Part 2: Lampholders

FOREWORD

1) The formal decisions or agreements of the IEC on technical matters, prepared by Technical Committees on which all the
National Committees having a special interest therein are represented, express, as nearly as possible, an international
consensus of opinion on the subjects dealt with.

2) They have the form of recommendations for international use and they are accepted by the National Committees in that
sense.

3) In order to promote this international unification, the IEC expresses the wish that all National Committees having as

yet no national rules, when preparing such rules, should use the 1EC recommendations as the fundamental basis for these
rules in so far as national conditions will permit.

4) The desirability is recognized of extending international agreement on these matters through an endeavour to harmonize
national standardization rules with these recommendations in so far as national conditions will permit. The National
Committees pledge their influence towards that end.

PREFACE
Third Edition - 1969

This Publication has been prepared by Sub-Committee 34B: Lamp Caps and Holders, of IEC *
Technical Committee No. 34: Lamps and Related Equipment. It contains the, recommendations of
the IEC in regard to Lamp Caps and Holders in general use today, together with relevant gauges, with
the object of securing International interchangeability. The gauges illustrated, although generally
accepted in principle, are not necessarily the only form in which they can be made.

In view of the increased number of Standard Sheets contained in Publication 61, the opportunity
has been taken, at the issue of this third edition, to split the single Publication into three parts, each part
covering a single group. The separate parts are numbered 61-1, 61-2 and 61-3 and deal with lamp caps,
lampholders, and gauges respectively.

Each part is dependent upon the other and a givén part should always be studied in conjunction
with the other parts.

Part 1 (IEC Publication 61-1). contains the Introduction to the Publication as a whole, and the
Standard Sheets for Lamp Caps.

Part 2 (IEC Publication 61-2) contains the Standard Sheets for Lampholders.

Part 3 (IEC Publication 61-3) contains the Standard Sheets for Gauges.

As was done in the case of the two earlier editions, supplements containing new and revised sheets
will be issued from time to time as IEC work on this subject- progresses.
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Afin de faciliter I'utilisation de la publication, chacune des parties comprend un sommaire des
feuilles de normes qu’elle renferme, avec la date de 1’édition. Un sommaire révisé sera joint & chaque
complément.

Les travaux de la CEI relatifs aux culots de lampes, aux douilles et aux calibres ont débuté en 1925,
lorsque fut créé un Comité d’Etudes (N° 6) chargé de la normalisation des culots de lampes et des douilles,
en vue de réaliser leur interchangeabilité sur le plan international.

Dans ses travaux, le Comité d’Etudes N° 6 a bénéficié jusqu’en 1939 de la coopération active du
Comité Indépendant de Normalisation des Culots et Douilles de Lampes (INDECO). Pendant les années
de guerre, 1939-1945, il ne fut pas possible au Comité de se réunir et ce n’est qu’au début de 1947 qu'il
put reprendre ses travaux. '

A cette époque, le Bureau Central de la CEI écrivit aux Comités nationaux pour leur proposer
la formation d’un comité préparatoire restreint, comprenant des représentants des fabricants de culots
de lampes et de douilles. Cette proposition aboutit a la création d’un comité composé d’experts des divers
pays autrefois représentés au sein de PINDECO auxquels vinrent se joindre un expert des Etats-Unis
et, plus tard, un représentant de la Suéde.

Ce Comité Préparatoire d’Experts (EPC) a pris en considération les travaux de I'INDECO et
les recommandations résultant de ses travaux ont été soumises ax Comités nationaux par P’ensemble.
du Sous-Comité des culots et douilles (34B) pour &tre approuvées suivant la Regle des Six Mois.

Toutes les feuilles de la présente édition de la Publication 61 ont été approuvées suivant la Régle
des Six Mois. Toutefois, les projets ayant été diffusés sous forme d’un grand nombre de documents
distincts, il n’est pas possible d’énumérer les pays qui ont approuvé chacune des feuilles.
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In order to facilitate use, each part contains a dated Contents list of the sheets included in that
part. A revised Contents list will be issued at the same time as each future supplement.

TEC work on Lamp Caps and Holders, and Gauges, dates back to 1925, when an Advisory Com-
mittee (No. 6) for the standardization of Lamp Caps and Holders was appointed with the object of
securing International interchangeability. In this work Advisory Committee No. 6 profited by the active
co-operation of the Independent Committee on Standardization of Lamp Caps and Holders (INDECO)
up to May 1939.  During the war years, 1939-1945, no meetings could be held and it was not until early
in 1947 that it was found possible to resume activities.

At this time the IEC Central Office wrote to the National Committees proposing the appointment
of a small preparatory committee of representatives of manufacturers of both Lamp Caps and Lamp
Holders. The outcome of this proposal was that a Committee was duly formed comprising experts
from the majority of countries formerly represented by INDECO, with the addition of an expert from
the U.S.A., and, at'a later date, a representative from Sweden.

This Experts Preparatory Committee (EPC) took into account the work of the “INDECO” and
the resultant recommendations were submitted to the National Committees by the full Sub-Committee
on Lamp Caps and Holders (34B) for approval under the Six Months’ Rule,

All the sheets contained in the present -edition of Publication 61 have been approved under the
Six Months’ Rule, but as the draft sheets were submitted in the form of a large number of independent
documents, it is not practicable to list the National Committees which voted in favour of publication
of each sheet. '
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Dimensions in millimetres - Dimensions en millimétres

The drawing is intended only to illustrate the dimensions essential for interchangeability.
Le dessin a pour seul but d'illustrer les dimensions essentielles pour l'interchangeabilité.

For details of prefocus cap PX26d, see sheet 7004-5.
Pour les détails du culot préfocus PX26d, voir feuille 7004-5.

Holder A
Douille A

See note (2)

Reference plane Voir note (2)
Plan de reference /—

P See note (3)
Yoir note (3)

Ses note (1)
Voir note (1) —™

See note (5)
Voir note (5)

\ See note (3)

Voir note (3)

P

o

The holder shall be so designed that the means of retention of the lamp can be applied only when the lamp is in the
correct position.

The means of retention shall make contact with the ring of the cap.

(1) The lamp shall be inserted in the direction of the arrow (axial direction), bulb first.
The force exerted when the lamp is in position shall be not less than 15 N and not greater than 30 N (under
consideration).
This force shall preferably be applied later than the force mentioned in note 2, in order to be sure that the lamp is
pushed against the resting area for the ring of the cap (see note 3).

{2} The lamp shall be pushed in the direction of the arrow (radial direction).

Dimension| Min. Max. The force exerted when the lamp is in position shall be not less than 2 N
A1 (6) 18,5 and not greater than 10 N {(under consideration).
A2 (4) 20 (3) The supporting area for the ring of the cap is formed by the tangents to
the circle with diameter M and angle R. The tangents {V-block supporting
G 3.6 = area) shall be positioned such that the centre line of a cylinder having a
H (5) 5 - diameter of 26 mm placed in the V-block, coincides with the theoretical
K 8,1 8,2 optical axis of the headlamp.
(4) This dimension delineates the demarcation between the space which may
M@3) 26,4 26,6 be occupied by parts of the lamp and the space which may be occupied
0 35 -- by parts of the holder/reflector. ‘
Q 13,8 14,0 (5) Supporting areas for the supporting bosses of the cap, situated at the
reference plane. :
z 4,0 - Mmax applies only for these areas.
r 0,45 1,0 (6) The means of securing the lamp in the holder shall be such that no force
r2 0.4 - 0,6 in the direction of the reference axis of the lamp is exerted within this
B(3) |69°30° |70°30" zone:
S Approx 30°

7005-5-3




61-2Q©CEI/IEC 1996

LAMPHOLDERS
DOUILLES 6@
PX26 Page 2/3

Dimensions in millimetres - Dimensions en millimétres

La douille doit &tre congue de telle maniére que les moyens de retenue de la lampe ne peuvent étre appliqués que dans
le cas ol la lampe est en position correcte. .
Les moyens de retenue doivent assurer le contact avec la collerette du culdt.

4]

(2)
(3)

4)
(5)

(6)

La lampe doit étre insérée dans la direction de la fléche (direction axiale), ampoule la premiére.

La force exercée quand la lampe est en position ne doit pas étre inférieure 3 15 N ni supérieure 3 30 N (3 I'étude).
Cette force doit de préférence étre appliquée aprés la force mentionnée en note 2, de maniére & étre sr que la
lampe est appliquée contre la zone d'appui de la collerette du culot {voir note 3).

La lampe doit étre poussée dans la direction de la fléche (direction radiale).

La force exercée quand la lampe est en position ne doit pas étre inférieure 4 2 N ni supérieure 8 10 N (a I'étude).
L'aire de support de la collerette du culot est délimitée par les tangentes au cercle de diamétre M et I'angle R.

Les tangentes (aire de support du bloc en "V") doivent étre positionnées de facon telle que I'axe d'un cylindre de
26 mm de diamétre, placé dans le bloc en "V", coincide avec I'axe optique théorique du projecteur.

Cette dimension définit la démarcation entre |'espace qui peut &tre occupé par des parties de la lampe et celui qui
peut étre occupé par des parties de la douille et/ou du réflecteur.

Zones d’appui pour les bossages-support du culot situés au niveau du plan de référence.

Mmax s'applique seulement dans ces zones.

Les moyens de retenir la lampe dans la douille doivent étre tels qu'aucune force dans la direction de I'axe de
référence ne doit s'exercer a I'intérieur de cette zone.

GAUGING: Lampholders PX26 shall fulfil the test of the gauge shown on sheet 7006-5C.
VERIFICATION: Les douilles PX26 doivent satisfaire a I'essai avec le calibre selon la feuille 7006-5C.

7005-5-3
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