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Foreword 

This document (FprEN 1602:2012) has been prepared by Technical Committee CEN/TC 88 “Thermal 
insulating materials and products”, the secretariat of which is held by DIN. 

This document is currently submitted to the Unique Acceptance Procedure. 

This document will supersede EN 1602:1996.  

The revision of this standard contains no major changes only minor corrections and clarifications of editorial 
nature. 

This European Standard has been drafted for applications in building, but it may also be used in other areas 
where it is relevant. 

This EN test standard is one of the following group of interrelated standards on test methods for determining 
dimensions and properties of thermal insulation materials and products, all of which come within the scope of 
CEN/TC 88: 

EN 822, Thermal insulating products for building applications — Determination of length and width 

EN 823, Thermal insulating products for building applications — Determination of thickness 

EN 824, Thermal insulating products for building applications — Determination of squareness 

EN 825, Thermal insulating products for building applications — Determination of flatness 

EN 826, Thermal insulating products for building applications — Determination of compression behaviour 

EN 1602, Thermal insulating products for building applications — Determination of the apparent density 

EN 1603, Thermal insulating products for building applications — Determination of dimensional stability under 
constant normal laboratory conditions (23 °C/50 % relative humidity) 

EN 1604, Thermal insulating products for building applications — Determination of dimensional stability under 
specified temperature and humidity conditions 

EN 1605, Thermal insulating products for building applications — Determination of deformation under 
specified compressive load and temperature conditions 

EN 1606, Thermal insulating products for building applications — Determination of compressive creep 

EN 1607, Thermal insulating products for building applications — Determination of tensile strength 
perpendicular to faces 

EN 1608, Thermal insulating products for building applications — Determination of tensile strength parallel to 
faces 

EN 1609, Thermal insulating products for building applications — Determination of short-term water 
absorption by partial immersion 

EN 12085, Thermal insulating products for building applications — Determination of linear dimensions of test 
specimens 
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EN 12086, Thermal insulating products for building applications — Determination of water vapour 
transmission properties 

EN 12087, Thermal insulating products for building applications — Determination of long-term water 
absorption by immersion  

EN 12088, Thermal insulating products for building applications — Determination of long-term water 
absorption by diffusion 

EN 12089, Thermal insulating products for building applications — Determination of bending behaviour 

EN 12090, Thermal insulating products for building applications — Determination of shear behaviour 

EN 12091, Thermal insulating products for building applications — Determination of freeze-thaw resistance 

EN 12429, Thermal insulating products for building applications — Conditioning to moisture equilibrium under 
specified temperature and humidity conditions 

EN 12430, Thermal insulating products for building applications — Determination of behaviour under point 
load 

EN 12431, Thermal insulating products for building applications — Determination of thickness for floating floor 
insulating products 

EN 13793, Thermal insulating products for building applications — Determination of behaviour under cyclic 
loading 

EN 13820, Thermal insulating products for building applications — Determination of organic content 
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