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Industrija za predelavo nafte in zemeljskega plina - Kompaktni prirobni€ni
konektorji s tesnilnim obro€em IX - Tehni€ni popravek 1 (ISO 27509:2012/Cor
1:2013)

Petroleum and natural gas industries - Compact flanged connections with 1X seal ring -
Technical Corrigendum 1 (ISO 27509:2012/Cor 1:2013)

Erdol- und Erdgasindustrie, s Kempakte FlanschverbindungenmitX Dichtungsring (1ISO
27509:2012/Cor 1:2013)

Industries du pétrole et du gaz naturel - Raccordements a brides compactes avec bague
d'étanchéité IX - Rectificatif technigue. 1 (1SO.27509:2012/Cor 1:2013)

Ta slovenski standard je istoveten z: EN ISO 27509:2012/AC:2013

ICS:
23.040.60 Prirobnice, oglavki in spojni  Flanges, couplings and joints
elementi
75.180.01 Oprema za industrijo nafte in Equipment for petroleum and
zemeljskega plina na sploSno natural gas industries in
general
SIST EN ISO 27509:2014/AC:2014 en

2003-01.Slovenski institut za standardizacijo. RazmnoZevanje celote ali delov tega standarda ni dovoljeno.
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Petroleum and natural gas industries - Compact flanged connections with
IX seal ring - Technical Corrigendum 1 (ISO 27509:2012/Cor 1:2013)

Industries du pétrole et du gaz naturel - Erddl- und Erdgasindustrie - Kompakte
Raccordements a brides compactes avec Flanschverbindungen mit IX Dichtungsring
bague d'étanchéité IX - Rectificatif (ISO 27509:2012/Cor 1:2013)

technique 1 (ISO 27509:2012/Cor 1:2013)

This corrigendum becomes effective on 7 August 2013 for incorporation in the three official language
versions of the EN.

Ce corrigendum prendra effet le 7 ao(t 2013 pour.incarporation dans les trois versions linguistiques
officielles de la EN.

Die Berichtigung tritt am 7. August2013 zur Einarbeitung(in‘die drei offiziellen Sprachfassungen der
EN in Kraft.
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Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2013 CEN  All rights of exploitation in any form and by any means reserved worldwide for CEN national Members.
Tous droits d'exploitation sous quelque forme et de quelque maniére que ce soit réservés dans le monde entier aux
membres nationaux du CEN.
Alle Rechte der Verwertung, gleich in welcher Form und in welchem Verfahren, sind weltweit den nationalen Mitgliedern
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Ref. No.:EN ISO 27509:2012/AC:2013 D/E/F



EN ISO 27509:2012/AC:2013 (E)

Contents Page

10 Y =11V Y (o I 3

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 27509:2014/AC2014
https7/standards.iteh.ai/catalog/standards/sist/0de26fa7-5b2{-4de6-b8c7-
037d5fcb0671sist-en-is0-27509-2014-ac-2014




EN ISO 27509:2012/AC:2013 (E)

Foreword

This document (EN ISO 27509:2012/AC:2013) has been prepared by Technical Committee ISO/TC 67
"Materials, equipment and offshore structures for petroleum, petrochemical and natural gas industries" in
collaboration with Technical Committee CEN/TC 12 “Materials, equipment and offshore structures for
petroleum, petrochemical and natural gas industries” the secretariat of which is held by AFNOR.

Endorsement notice

The text of ISO 27509:2012/Cor 1:2013 has been approved by CEN as EN ISO 27509:2012/AC:2013 without
any modification.
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Petroleum and natural gas industries — Compact flanged
connections with IX seal ring

TECHNICAL CORRIGENDUM 1

Industries du pétrole et du gaz naturel — Raccordements a brides compactes avec bague d'étanchéité IX

RECTIFICATIF TECHNIQUE 1

Technical Corrigendum 1 to ISO 27509:2012:was prepatéd: by Technical Committee ISO/TC 67, Materials,
equipment and offshore structures for petroleum, petrochemical and natural gas industries, Subcommittee
SC 6, Processing equipment and systems.

ICS 23.040.60 Ref. No. ISO 27509:2012/Cor.1:2013(E)
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Page 14, Figure 2 b) (right side)

Replace the existing figure with the following:
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Page 21, Figure 3 b) (bottom)

Replace the existing figure with the following:
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Page 25, Figure 4 b) (bottom)

Replace the existing figure with the following:
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Page 39, Figure 11 a) (left side)
Replace the existing figure with!the following:
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