
ICS  83.080.10 Ref. No. ISO 14896:2000/Cor.1:2005(E)

©   ISO 2005 – All rights reserved 

Published in Switzerland 
 

 

INTERNATIONAL STANDARD ISO 14896:2000 
TECHNICAL CORRIGENDUM 1 

Published 2005-06-01 

INTERNATIONAL ORGANIZATION FOR STANDARDIZATION • МЕЖДУНАРОДНАЯ ОРГАНИЗАЦИЯ ПО СТАНДАРТИЗАЦИИ • ORGANISATION INTERNATIONALE DE NORMALISATION
 

  

Plastics — Polyurethane raw materials — Determination 
of isocyanate content — 
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Plastiques — Matières premières des polyuréthannes — Détermination de la teneur en isocyanate — 

RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to ISO 14896:2000 was prepared by Technical Committee ISO/TC 61, Plastics, 
Subcommittee SC 12, Thermosetting materials. 

                               

Page 5, Subclause 11.2.1 

Replace the definitions of V1 and V2 in the list below the equation by the following: 

V1 is the volume of HCl required for titration of the blank, in ml, to the nearest 0,01 ml; 

V2 is the volume of HCl required for titration of the test portion, in ml, to the nearest 0,01 ml; 

Page 5, Subclause 11.2.3 

Make the same changes. 
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