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Priprava jeklenih podlag pred nanašanjem barvnih in sorodnih premazov - 
Specifikacije za nekovinske granulate za peskanje - 5. del: Nikljeva rafinirana 
žlindra (ISO 11126-5:1993)

Vorbereitung von Stahloberflächen vor dem Auftragen von Beschichtungsstoffen - 
Anforderungen an nichtmetallische Strahlmittel - Teil 5: Strahlmittel aus 
Nickelhüttenschlacke (ISO11126-5:1993)

Préparation des subjectiles d'acier avant application de peintures et de produits 
assimilés - Spécifications pour abrasifs non métalliques destinés a la préparation par 
projection - Partie 5: Scories de raffinage du nickel (ISO 11126-5:1993)

Preparation of steel substrates before application of paints and related products - 
Specifications for non-metallic blast-cleaning abrasives - Part 5: Nickel refinery slag (ISO 
11126-5:1993)

25.220.10 Priprava površine Surface preparation
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ISO 11126=5:1993(E) 

Foreword 

ISO (the International Organization for Standardization) is a worldwide 
federation of national Standards bodies (ISO member bodies). The work 
of preparing International Standards is normally carried out through ISO 
technical committees. Esch member body interested in a subject for 
which a technical committee has been established has the right to be 
represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. ISO 
collaborates closely with the International Electrotechnical Commission 
(IEC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard ISO 11126-5 was prepared by Technical Committee 
lSO/6C 35, Paints and varnishes, Subcommittee SC 12, Preparation of 
steel substra tes before application o f paints and related products. 

ISO 11126 consists of the following Parts, under the general title Prep- 
aration o f steel substra tes be fore applica tion o f paints and related 
products - Specifica tions for non-metallic blast-cleaning abrasives: 

- Part 1: General introduction and classifica tion 

- Part 2: Silica sand 

- Part 3: Copper refinery slag 

- Part 4: Coal furnace slag 

- Part 5: Nickel refinery slag 

- Part 6: Iron furnace slag 

- Part 7: Fused aluminium Oxide 

- Part 8: Olivine sand 

- Part 9: Staurolite 
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63 ISO ISO 11126=5:1993(E) 

- Part 70: Garnet 

At the time 0% publication of this part of ISO “11126, park 2, 7, 9 and ‘10 
were in course of preparation. 

Annex A of this part sf ISO 11126 is for information only. 
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