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Foreword

This document (EN ISO 4628-5:2003) has been prepared by Technical Committee ISO/TC 35
"Paints and varnishes" in collaboration with Technical Committee CEN/TC 139 "Paints and
varnishes", the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by March 2004, and conflicting national
standards shall be withdrawn at the latest by March 2004.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Luxembourg, Malta, Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and
the United Kingdom.

NOTE FROM CMC   The foreword is susceptible to be amended on reception of the German
language version. The confirmed or amended foreword, and when appropriate, the normative
annex ZA for the references to international publications with their relevant European
publications will be circulated with the German version.

Endorsement notice

The text of ISO 4628-5:2003 has been approved by CEN as EN ISO 4628-5:2003 without any
modifications.
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 4628-5 was prepared by Technical Committee ISO/TC 35, Paints and varnishes, Subcommittee SC 9, 
General test methods for paints and varnishes. 

This second edition cancels and replaces the first edition (ISO 4628-5:1982), of which it constitutes a mainly 
editorial revision. 

ISO 4628 consists of the following parts, under the general title Paints and varnishes — Evaluation of 
degradation of coatings — Designation of quantity and size of defects, and of intensity of uniform changes in 
appearance: 

 Part 1: General introduction and designation system 

 Part 2: Assessment of degree of blistering 

 Part 3: Assessment of degree of rusting 

 Part 4: Assessment of degree of cracking 

 Part 5: Assessment of degree of flaking 

 Part 6: Assessment of degree of chalking by tape method 

 Part 7: Assessment of degree of chalking by velvet method 

 Part 8: Assessment of degree of delamination and corrosion around a scribe 

 Part 10: Assessment of degree of filiform corrosion 
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Paints and varnishes — Evaluation of degradation of 
coatings — Designation of quantity and size of defects, and of 
intensity of uniform changes in appearance — 

Part 5: 
Assessment of degree of flaking 

1 Scope 

This part of ISO 4628 describes a method for assessing the degree of flaking of coatings by comparison with 
pictorial standards, using the designation system defined in ISO 4628-1. 

ISO 4628-1 defines the system used for designating the quantity and size of defects and the intensity of 
changes in appearance of coatings and outlines the general principles of the system. This system is intended 
to be used, in particular, for defects caused by ageing and weathering, and for uniform changes such as 
colour changes, for example yellowing. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 4628-1, Paints and varnishes — Evaluation of degradation of coatings — Designation of quantity and size 
of defects, and of intensity of uniform changes in appearance — Part 1: General introduction and designation 
system 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
degree of flaking 
rating characterizing flaked areas in a coating in terms of quantity, size and depth 

4 Assessment 

Assess the quantity of flaking by reference to Table 1 and using as an example Figure 1 or 2, depending on 
the type of flaking. 

NOTE Figure 1 shows flaking without preferential direction and Figure 2 shows flaking in one preferential direction 
due to anisotropy of the substrate. 
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