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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 1230 was prepared by Technical Committee ISO/TC 42, Photography. 

This third edition cancels and replaces the second edition (ISO 1230:1992), which has been technically 
revised. 
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Introduction 

In general flash photography, where the flash light source is mounted on a camera, the product of the camera 
lens ƒ-number and the distance from the flash light source to the subject is a constant with respect to the 
ISO speed of the film or the digital still camera to be used. The illuminance of the subject varies with the 
distance according to the inverse-square law and, in order to obtain the same suitable exposure on film or 
image sensor, the ƒ-number is adjusted with respect to the square root of the illuminance of the subject. 

The constant is named “flash guide number” and is a very useful guide for flash photographers, because the 
guide number represents, in a sense, the power of illumination of the light source, for both flash lamps with 
and without integral reflectors and electronic flash equipment. The camera lens ƒ-number setting can easily be 
calculated by dividing the guide number by the distance from the flash light source to the subject. 
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Photography — Determination of flash guide numbers for 
electronic flash equipment 

1 Scope 

This International Standard specifies the definition and determination of the ISO guide number of electronic 
flash equipment. It does not specify the definitions and measuring methods for the light output of electronic 
flash equipment, which are specified in ISO 2827. 

2 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

2.1 
guide number 
NGN 
product of the camera lens ƒ-number, required for a suitable exposure on a film or an image sensor, and the 
distance from the flash light source to the subject with respect to the ISO speed of the film or the digital still 
camera to be used 

NOTE The guide number is expressed in metres. Annex A provides the conversion calculation for converting the 
guide number from metres into feet. 

2.2 
ISO guide number 
NISO/GN 
guide number, for a film or a digital still camera of ISO 100, “X ” synchronization and an exposure time which 
can fully utilize the total output of the flash light source 

3 Calculation of the guide number 

3.1 ISO guide number 

The ISO guide number, NISO/GN, shall be calculated using the following formula: 

ISO/GN ( )dN k I t t= ∫  (1) 

where 

k is a constant equal to 0,51 lm 
–1⋅m2⋅s 

–1; 

∫I(t)dt is the time integral of the luminous intensity of electronic flash equipment, expressed in candella 
seconds (cd⋅s = lm⋅sr 

–1⋅s). 

See Annex B for details of Equation (1). 
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3.2 Guide number for any ISO speed other than 100 

The guide number for any ISO speed other than 100 can be calculated from the following formula: 

(ISO, ) ISO/GN  
100

S
SN N= ×  (2) 

where S is the ISO speed (arithmetic). 

4 Designation of guide number 

Designation of guide numbers on products or instructions should be rounded to two significant digits and 
followed by metres. When a guide number does not express the ISO guide number [i.e. for films or digital still 
cameras other than those of ISO speed 100 (arithmetic)], the reference ISO speed should follow in 
parentheses. 

EXAMPLES 

NISO/GN 20 m 

NGN 40 m (ISO 400) 
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Annex A 
(informative) 

 
Conversion calculation of the ISO guide number from metres into feet 

A.1 Conversion factor 

ISO guide numbers, expressed in feet, can be obtained from the metre guide numbers by multiplying by the 
factor 3,28. 

A.2 Designation of guide number in feet 

Designation of guide numbers on products or instructions should be rounded to the two significant digits and 
followed by feet. When a guide number does not express the ISO guide number [for films or digital still 
cameras other than ISO speed 100 (arithmetic)], the reference ISO speed should follow in parentheses. 

EXAMPLES 

NISO/GN 20 m 

NISO/GN 66 ft 

NGN 40 m (ISO 400) 

NGN 130 ft (ISO 400) 
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