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Page 186, 9.3.2, replace: 
 
  <complexType name="AdaptationQoSType"> 
    <complexContent> 
      <extension base="dia:DIADescriptionType"> 
        <choice> 
          <element name="Module" type="dia:BaseModuleType" 
maxOccurs="unbounded"/> 
          <element name="IOPin" type="dia:IOPinType" maxOccurs="unbounded"/> 
          <element name="Constraints" type="dia:ReferenceType" minOccurs="0"/> 
        </choice> 
      </extension> 
    </complexContent> 
  </complexType> 

 
with: 
 
  <complexType name="AdaptationQoSType"> 
    <complexContent> 
      <extension base="dia:DIADescriptionType"> 
        <choice maxOccurs="unbounded"> 
          <element name="Module" type="dia:BaseModuleType" 
maxOccurs="unbounded"/> 
          <element name="IOPin" type="dia:IOPinType" maxOccurs="unbounded"/> 
          <element name="Constraints" type="dia:ReferenceType" minOccurs="0"/> 
        </choice> 
      </extension> 
    </complexContent> 
  </complexType> 

 
 
Page 186, 9.3.3, replace: 
 
IOPin Describes the globally declared interface of the modules for linking modules and 

for external referencing. 

 
with: 
 
IOPin Describes the globally declared interface of the modules for linking modules and 

for external referencing. 

The scope of the id attribute of the IOPin element shall be limited to the 
AdaptationQoS description containing it. 
NOTE The id attribute of the IOPin element shall be unique within a single 
AdaptationQoS description. 

 
 
Page 188, 9.5.2, replace: 
 
 <attribute name="id" type="ID" use="required"/> 

 
with: 
 
 <attribute name="id" type="NMTOKEN" use="required"/> 
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Page 189, 9.6.2, page 194, 9.7.4 (two occurrences), page 195, 9.7.6, page 197, 9.8.2, page 201, 9.9.6, 
page 202, 9.9.8 replace: 
 
   <attribute name="iOPinRef" type="IDREF" use="required"/> 

 
with: 
 
   <attribute name="iOPinRef" type="NMTOKEN" use="required"/> 

 
 
Page 190, 9.6.3, page 195, 9.7.5, and page 196, 9.7.7 replace: 
 
iOPinRef Describes a reference to a globally defined IOPin. 

 
with: 
 
iOPinRef Describes a reference to a globally defined IOPin. 

The content of the iOPinRef attribute shall contain the value of an existing 
id attribute of an IOPin element within the same AdaptationQoS description.

 
 
Page 197, 9.8.3, replace: 
 
iOPinRef Describes the IOPin whose value is returned by the stack function. 

 
with: 
 
iOPinRef Describes the IOPin whose value is returned by the stack function. 

The content of the iOPinRef attribute shall contain the value of an existing 
id attribute of an IOPin element within the same AdaptationQoS description.

 
 
Page 200, 9.9.2, replace: 
 
   <attribute name="switchIOPinRefs" type="IDREFS" 
use="required"/> 

 
with:  
 
   <attribute name="switchIOPinRefs" type="NMTOKENS" 
use="required"/> 

 
 
Page 381, G.4, in the schema document with id="AQoS-2nd.xsd" replace the type of the IOPinType's id 
attribute with NMTOKEN (instead of ID). 
 
Pages 382 to 385, G.4, in the schema document with id="AQoS-2nd.xsd" replace the type of all iOPinRef 
attributes (seven occurences) with NMTOKEN (instead of IDREF). 
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