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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International 
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO  8835‑7 was prepared by Technical Committee ISO/TC  121, Anaesthetic and respiratory equipment, 
Subcommittee SC 1, Breathing attachments and anaesthetic machines.

ISO 8835 consists of the following parts, under the general title Inhalational anaesthesia systems:

—	 Part 7: Anaesthetic systems for use in areas with limited logistical supplies of electricity and anaesthetic 
gases

The following parts are withdrawn and replaced by ISO 80601-2-13:

—	 Part 2: Anaesthetic breathing systems

—	 Part 3: Transfer and receiving systems of active anaesthetic gas scavenging systems

—	 Part 4: Anaesthetic vapour delivery devices

—	 Part 5: Anaesthetic ventilators

Draw-over vaporizers are described in ISO/TS 18835.
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* Introduction

The World Health Organisation (WHO) and the World Federation of Societies of Anaesthesiologists (WFSA) 
are concerned about the provision of safe anaesthesia, using appropriately designed anaesthetic equipment, 
in the large numbers of countries in the world where economics or infrastructure lead to a situation where 
complex technology is unlikely to function well, if at all, and might introduce hazards of its own.

A total of 152 countries have been identified where the infrastructure or economic restrictions prevent the use 
of complex equipment, creating a need for an appropriate standard.

Equipment designed for use in these countries should meet the following minimum criteria:

a)	 ability to function in the absence of a regular supply of compressed medical gases;

b)	 ability to continue to function safely when the supply of medical gases fails;

c)	 ability to function if mains electrical supplies are interrupted, or are subject to unpredictable increases or 
decreases in voltage;

d)	 ability to function in a challenging environment, including high temperatures, humidity, shocks, vibration, 
and dust.

This part of ISO 8835 allows for the construction of an anaesthetic system, using the components identified in 
this part of ISO 8835, to suit the specific economic and environmental issues of each country.

Throughout this part of ISO 8835, text for which a rationale is provided in Annex A is indicated by an asterisk 
(*). 
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INTERNATIONAL STANDARD� ISO 8835-7:2011(E)

Inhalational anaesthesia systems —

Part 7:
Anaesthetic systems for use in areas with limited logistical 
supplies of electricity and anaesthetic gases

1	 * Scope

This part of ISO 8835 specifies safety and performance requirements for anaesthetic systems and components 
that:

a)	 can function in the absence of a supply of compressed medical gases or mains electricity;

b)	 can withstand a challenging environment, including high temperatures, humidity, shocks and vibration, 
and dust;

c)	 allow local servicing and maintenance;

d)	 may be suitable for use with flammable anaesthetic agents.

2	 Normative references

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced document 
(including any amendments) applies.

ISO 4135, Anaesthetic and respiratory equipment — Vocabulary

ISO 8359, Oxygen concentrators for medical use — Safety requirements

ISO 10083, Oxygen concentrator supply systems for use with medical gas pipeline systems

ISO 14971, Medical devices — Application of risk management to medical devices

ISO  80601‑2‑13, Medical electrical equipment  — Part  2‑13: Particular requirements for basic safety and 
essential performance of an anaesthetic workstation

ISO/TS 18835, Inhalational anaesthesia systems — Draw-over vaporizers and associated equipment

IEC 60601‑1:2005, Medical electrical equipment — Part 1: General requirements for basic safety and essential 
performance

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 4135 and the following apply.

3.1
anaesthetic system
device for administering anaesthetic gases that may use, but is not reliant on, compressed gas or mains 
electrical supply for safe use
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4	 General requirements

4.1	 Electrical safety

Anaesthetic systems or their components that are classed as medical electrical equipment in accordance with 
IEC 60601-1 shall, in addition to the requirements in this part of ISO 8835, meet the relevant requirements in 
IEC 60601-1.

Check compliance by testing in accordance with IEC 60601-1.

4.2	 Mechanical hazards

Anaesthetic systems or their components shall comply with IEC 60601-1:2005, Clause 9.

Check compliance by testing in accordance with IEC 60601-1.

4.3	 Risk management

The manufacturer of an anaesthetic system, or parts intended for use in an anaesthetic system, shall follow a 
risk management process in accordance with ISO 14971. Any unacceptable risk shall be mitigated by, in this 
order:

a)	 design features which prevent the hazard;

b)	 inclusion of a means of protection;

c)	 inclusion of a monitoring and/or alarm system;

d)	 safety and handling advice by way of marking or labelling.

If the inclusion of such risk mitigation measures is not feasible, the instructions for use shall contain:

—	 a statement recommending that such risk mitigation measures be added prior to the use of the anaesthetic 
system;

—	 sufficient specification of such risk mitigation measures.

Check compliance by inspection of the risk management file and, if applicable, the instructions for use.

5	 * Essential functions

The anaesthetic system shall include the following:

a)	 means of gas delivery;

b)	 a draw-over vaporizer complying with ISO/TS 18835;

c)	 means for the manual ventilation of the patient;

NOTE 1	 This may be an operator–powered resuscitator complying with ISO 10651-4, or an inflating bellows.

NOTE 2	 Additionally, an anaesthetic ventilator complying with ISO 80601-2-13 may be supplied.

d)	 means for delivering gas to the patient by either a continuous flow breathing system complying with 
ISO 80601-2-13 or a draw-over breathing system complying with ISO/TS 18835;

NOTE 3	 Circle breathing systems are considered unsafe for use with these anaesthetic systems.

e)	 means to prevent hypoxic gas mixtures of oxygen and nitrous oxide if nitrous oxide can be delivered by the 
anaesthetic system.
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6	 Oxygen concentrators

If an oxygen concentrator is used as a means to supply an increased concentration of oxygen in the anaesthetic 
gas mixture delivered to the patient, it shall comply with either ISO 8359 or ISO 10083.

7	 Performance requirements

7.1	 Electrical supply

Anaesthetic systems shall continue to function and allow the delivery of anaesthetic gases as specified by the 
manufacturer if the mains electricity supply fails, or the voltage increases or decreases.

Check compliance by functional testing.

Any change from mains to battery supply shall be indicated to the operator.

The anaesthetic system shall be provided with suitable protection against excessively high voltage, surges, 
and spikes.

NOTE	 See IEC 61000-4-5.

7.2	 Gas supply

7.2.1	 If a gas supply is available, the anaesthetic system shall be able to provide a minimum of 6 l/min of fresh 
gas flow.

7.2.2	 Anaesthetic systems shall continue to function and allow the delivery of anaesthetic gases as specified 
by the manufacturer if the pressure within the medical gas supply fails, increases or decreases.

Any change in the gas supply status should be indicated to the operator.

7.3	 Flammable anaesthetic agents

If the anaesthetic system is designed to be used with flammable anaesthetic agents, such as diethyl ether, it 
shall comply with the requirements of IEC 60601-1:2005, Annex G.

8	 Construction requirements

8.1	 Servicing

Anaesthetic systems shall be designed to take account of available communication, logistic supply and the 
electrical and mechanical skills available at the site of use.

Check compliance by inspection of the service manual.

8.2	 Materials

The materials selected for manufacture shall not cause risk to the patient when in normal use and shall 
withstand the cleaning, disinfecting and sterilization procedures which are recommended by the manufacturer 
or available locally.

Check compliance by examination of the technical file.

9	 Environmental conditions

Anaesthetic systems shall function normally under the following environmental conditions:

ISO 8835-7:2011(E)

﻿© ISO 2011 – All rights reserved� 3

iTeh STANDARD PREVIEW
(standards.iteh.ai)

ISO 8835-7:2011
https://standards.iteh.ai/catalog/standards/sist/478537ea-daa5-459d-b6cf-

7f5348709098/iso-8835-7-2011


	PÑU�óˇå†¡ÃéﬁıŽÙD˘ß�eeD�Éü™zµeÎë�–�ÿ†��`�^.�úâ·�¸Úà>˜ł
)Š]ç»�×Û!²ð`™4

