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Plastics piping systems for hot and cold water installations - Crosslinked 
polyethylene (PE-X) - Part 5: Fitness for purpose of the system (ISO 15875-5:2003)

Kunststoff-Rohrleitungssysteme für die Warm- und Kaltwasserinstallation - Vernetztes 
Polyethylen (PE-X) - Teil 5: Gebrauchstauglichkeit des Systems (ISO 15875-5:2003)

Systemes de canalisations en plastique pour les installations d'eau chaude et froide - 
Polyéthyene réticulé (PE-X) - Partie 5: Aptitude a l'emploi du systeme (ISO 15875-
5:2003)

Plastics piping systems for hot and cold water installations - Crosslinked polyethylene 
(PE-X) - Part 5: Fitness for purpose of the system (ISO 15875-5:2003)

91.140.60 Sistemi za oskrbo z vodo Water supply systems

23.040.20 Cevi iz polimernih materialov Plastics pipes

ICS:

Ta slovenski standard je istoveten z: EN ISO 15875-5:2003

SIST EN ISO 15875-5:2004 en

01-maj-2004

SIST EN ISO 15875-5:2004
SLOVENSKI  STANDARD

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 15875-5:2004
https://standards.iteh.ai/catalog/standards/sist/fb50c74c-e197-416f-9d09-

27ec89c87142/sist-en-iso-15875-5-2004



 

SIST EN ISO 15875-5:2004

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 15875-5:2004
https://standards.iteh.ai/catalog/standards/sist/fb50c74c-e197-416f-9d09-

27ec89c87142/sist-en-iso-15875-5-2004



SIST EN ISO 15875-5:2004

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 15875-5:2004
https://standards.iteh.ai/catalog/standards/sist/fb50c74c-e197-416f-9d09-

27ec89c87142/sist-en-iso-15875-5-2004



SIST EN ISO 15875-5:2004

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 15875-5:2004
https://standards.iteh.ai/catalog/standards/sist/fb50c74c-e197-416f-9d09-

27ec89c87142/sist-en-iso-15875-5-2004



SIST EN ISO 15875-5:2004

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 15875-5:2004
https://standards.iteh.ai/catalog/standards/sist/fb50c74c-e197-416f-9d09-

27ec89c87142/sist-en-iso-15875-5-2004



SIST EN ISO 15875-5:2004

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 15875-5:2004
https://standards.iteh.ai/catalog/standards/sist/fb50c74c-e197-416f-9d09-

27ec89c87142/sist-en-iso-15875-5-2004



SIST EN ISO 15875-5:2004

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 15875-5:2004
https://standards.iteh.ai/catalog/standards/sist/fb50c74c-e197-416f-9d09-

27ec89c87142/sist-en-iso-15875-5-2004



SIST EN ISO 15875-5:2004

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 15875-5:2004
https://standards.iteh.ai/catalog/standards/sist/fb50c74c-e197-416f-9d09-

27ec89c87142/sist-en-iso-15875-5-2004



SIST EN ISO 15875-5:2004

iTeh STANDARD PREVIEW
(standards.iteh.ai)

SIST EN ISO 15875-5:2004
https://standards.iteh.ai/catalog/standards/sist/fb50c74c-e197-416f-9d09-

27ec89c87142/sist-en-iso-15875-5-2004


	D4j¾(�9ªGþæˇê@ÈEôè¯Â‡¡o¼•ùk£K¹î¸¢‰kz%QS�¤ïP„šÅ˚·Ætñ�®�<„ÑØ„PÎ;ä&OúOáƒš�ŸŸı[?„hv”•��–Ö…�Ö…uîQ!Ú
‚⁄Ãr§âÿÉ˛

