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Foreword 

This document (EN 572-8:2012/FprA1:2015) has been prepared by Technical Committee CEN/TC 129 “Glass 
in building”, the secretariat of which is held by NBN. 

This document is currently submitted to the Unique Acceptance Procedure. 

SIST EN 572-8:2012/kFprA1:2015



EN 572-8:2012/FprA1:2015 (E) 

4 

1 Modification to 5.2.2, Tolerances 

Replace Table 2 with the following table: 

"Table 2 — Nominal thicknesses, limits and tolerances 
for float glass, polished wired glass, patterned glass and wired patterned glass 

Dimensions in millimetres 

Nominal 
thickness 

Thickness limits and tolerances on thickness 

Float 
glass 

Polished wired 
glass 

Patterned 
glass 

Wired patterned 
glass 

2 ± 0,2    

3 ± 0,2  ± 0,5  

4 ± 0,2  ± 0,5  

5 ± 0,2  ± 0,5  

6 ± 0,2  ± 0,5 ± 0,6 

7  6,2 to 7,4  ± 0,7 

8 ± 0,3  ± 0,8 ± 0,8 

9    8,0 to 10,5 

10 ± 0,3 9,1 to 10,9 ± 1,0  

12 ± 0,3  ± 1,5  

14   ± 1,5  

15 ± 0,5  ± 1,5  

19 ± 1,0  ± 2,0  

25 ± 1,0    
Key 

 Not manufactured 

 ". 
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