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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International 
Standards adopted by the technical committees are circulated to the member bodies for voting. 
Publication as an International Standard requires approval by at least 75 % of the member bodies 
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

Amendment 1 to ISO 22915-4:2009 was prepared by Technical Committee ISO/TC 110, Industrial trucks, 
Subcommittee SC 2, Safety of powered industrial trucks.
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Industrial trucks — Verification of stability —

Part 4: 
Pallet stackers, double stackers and order-picking trucks 
with operator position elevating up to and including 
1 200 mm lift height

AMENDMENT 1

Page 4, 4.4

In the first line of the subclause, replace “(Tests 2, 4, 5, 7, 8 and 9)...” by “(Tests 2, 4, 5 and 8)…”

Page 5, Table 1 

In the “Test 7” column heading, add a reference to footnote “h”, so that the heading reads “Test 7 e, f, h”.

In the “Test 9” column heading, replace the reference to footnote “b” by a reference to footnote “f”, so 
that the heading reads “Test 9 e, f, h”. 

In the “Lift height”/ “Travel” line, “Test 9”column, delete the “X” and replace it by footnote reference “g”.

In the “Tilt table angle” line containing an explanation of symbols i and v, replace “v is the maximum 
travel speed of the unladen truck, in km/h” by “v is the maximum travel speed of the truck (unladen or 
laden with the actual load), in km/h.”

Page 8, Table 1 

In the text of footnote “b”, replace “In Tests 3, 4, 5, 8 and 9...” by “In Tests 3, 4, 5 and 8…”.
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