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Zelezniske naprave - Zdruzljivost voznih sredstev in sistemov za detekcijo vliaka -
2. del: Zdruzljivost s tirnimi tokokrogi - Popravek AC

Railway applications - Compatibility between rolling stock and train detection systems -
Part 2: Compatibility with track circuits

Bahnanwendungen - Kompatibilitat zwischen Fahrzeugen und Gleisfreimeldesystemen -
Teil 2: Kompatibilitat mit/Gleisstromkreisen

Applications ferroviaires - Compatibilité entre le matériel roulant et les systemes de
détection des trains - Partie 2: Compatibilité.avec les . circuits de voie

Ta slovenski standard je istoveteh z: CLC/TS 50238-2:2015/AC:2016-07

ICS:
03.220.30 Zelezniski transport Transport by rail
45.060.10 Vle¢na vozila Tractive stock

SIST-TS CLC/TS 50238-2:2015/AC:2016 en

2003-01.Slovenski institut za standardizacijo. RazmnoZevanje celote ali delov tega standarda ni dovoljeno.
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CENELEC

Corrigendum to CLC/TS 50238-2:2015

English version

In Table A.1, correct the frequency value for track circuit UGSK3 "222,45" with the correct value of
"225,45" Hz to read:

UGSK 3 2254514 |65 [14 |6  Jo5 | |
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