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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity 
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical 
Barriers to Trade (TBT), see the following URL: Foreword — Supplementary information.

Amendment 1 to ISO 28981 was prepared by ISO/TC 22, Road  vehicles, Subcommittee SC 38, 
Motorcycles and mopeds.
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Mopeds - Methods for setting the running resistance on a 
chassis dynamometer

AMENDMENT 1
Page 4, 7.2 Ambient conditions for the road test

Replace the third paragraph with the following:

Standard ambient conditions shall be as follows:

— pressure, p0: 100 kPa;

— temperature, T0: 293 K;

— relative air density, d0: 0,9197;

— air volumetric mass, ρ0: 1,189 kg/m3.

ISO 28981:2009/Amd.1:2015(E)

© ISO 2015 – All rights reserved 1

iTeh STANDARD PREVIEW
(standards.iteh.ai)

ISO 28981:2009/Amd 1:2015
https://standards.iteh.ai/catalog/standards/sist/91df16b6-48ab-44f4-876f-

120c3777c5d6/iso-28981-2009-amd-1-2015



 

ISO 28981:2009/Amd.1:2015(E)
 

© ISO 2015 – All rights reserved

ICS 43.140
Price based on 1 page

iTeh STANDARD PREVIEW
(standards.iteh.ai)

ISO 28981:2009/Amd 1:2015
https://standards.iteh.ai/catalog/standards/sist/91df16b6-48ab-44f4-876f-

120c3777c5d6/iso-28981-2009-amd-1-2015


	¶ž-×�‚=j™—ô‘á!eyﬂ˜}ÖžgØ7Ò°<¾¸)zÕ„ä�SSuLáÓ¯Ž˜nÚÐ−„œ¸j)¹Eû˝áˆ\UÕÏÐKv¿ð®Cã2B»d‡ÂˆCÏåÇ	ıI¦ëŁåF ÚBZ¿�%£Ø.¢Š¡e^‰k

