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Cards and security devices for personal identification — 
Contactless proximity objects —

Part 4: 
Transmission protocol

AMENDMENT 2: Enhancements for harmonization
Page 1, Clause 1

Replace "deactivation sequence" by "deactivation".

Page 13, 5.7.1.1

Replace the 1st sentence of 2nd paragraph by:

"In any other case, the PCD may retransmit the RATS before it may deactivate the PICC as defined in 
clause 8."

and delete the 2nd sentence.

Page 25, 7.6.5.2

Replace last paragraph by:

"In case of not receiving an S(DESELECT) response after an S(DESELECT) request, the PCD may ignore 
the PICC or reset to operating field."

Page 26, 7.6.7.1 a)

Replace the 2nd paragraph by:

"The PCD shall attempt error recovery by applying once or twice PCD rules (see 7.6.5.2). If the error 
recovery is unsuccessful the PCD may use once or twice S(DESELECT) request (as specified in 8.2) or 
reset the operating field."

Page 26, 7.6.7.1 b)

Replace the 2nd paragraph by:

"The PCD shall either send S(DESELECT) request or reset the operating field."

Page 27, Clause 8

Replace the 1st and 2nd paragraph by:

"The PCD should deactivate the PICC (set the PICC to HALT state), after the transactions between PCD 
and PICC have been completed, by sending a DESELECT command."

Page 27, 8.2

Replace "retry the deactivation sequence" by "send a S(DESELECT) request once more."

Page 28, Clause 9, Table 6

Replace table footnote a by
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"

For Type A PICCs, either the tag shall be omitted, or the value shall be set to '00'.

"

Add table footnote e:

"

e For Type A PICCs, the tag shall be omitted.

"

Replace the table footnote references a,c,d in the value of tag 85 by c,d,e.

Page 36, Clause 10.5

In the paragraph after NOTE 1 replace "with a PICC indicating to support" by

"with a Type B PICC indicating to support".

Delete NOTE 2 and resolve NOTE 1 to NOTE.
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