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European foreword 

This document (prEN 2285:2023) has been prepared by the Aerospace and Defence Industries 
Association of Europe — Standardization (ASD-STAN). 

After enquiries and votes carried out in accordance with the rules of this Association, this Standard has 
received the approval of the National Associations and the Official Services of the member countries of 
ASD-STAN, prior to its presentation to CEN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 2285:2017. 

prEN 2285:2023 includes the following significant technical changes with respect to EN 2285:2017: 

— normative references updated; 

— EN 2424 introduced for marking; 

— subclause 4.3 “Materials”: the different application temperatures of the possible materials are taken 
into account by a new additional code letter; 

— document editorially revised. 

Any feedback and questions on this document should be directed to the users’ national standards body. 
A complete listing of these bodies can be found on the CEN website. 
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1 Scope 

This document specifies the characteristics of plain bushes in aluminium alloy with self-lubricating liner 
and the design recommendation of shafts and housings. 

The bushes are intended for use in assembly with an interference fit into fixed and moving aerospace 
parts. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 2086, Aerospace series - Aluminium alloy AL-P2618A - T851 - Hand and die forgings - a </= 150 mm 

EN 2101, Aerospace series - Chromic acid anodizing of aluminium and wrought aluminium alloys 

EN 2284, Aerospace series - Sulphuric acid anodizing of aluminium and wrought aluminium alloys 

EN 2311, Aerospace series - Bushes with self-lubricating liner - Technical specification 

EN 2424, Aerospace series - Marking of aerospace products 

prEN 2701, Aerospace series - Aluminium alloy (2024) - Solution treated, water quench, cold worked and 
naturally aged (T3) - Drawn tube for structures - 0,6 ≤ a ≤ 12,5 mm1 

EN 2704, Aerospace series - Aluminium alloy AL-P2024 - AlCu4Mg1 - T3511 - Drawn bars - De ≤ 75 mm 

3 Terms and definitions 

No terms and definitions are listed in this document. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 

— IEC Electropedia: available at https://www.electropedia.org/ 

4 Required characteristics 

4.1 Configuration — Dimensions — Masses 

Configuration: according to Figure 1. 

Dimensions, masses: according to Figure 1 and Table 1. 

Dimensions apply after surface treatment. 
4.2 Surface roughness 

According to Figure 1. 

                                                             
1 Published as ASD-STAN Standard at the date of publication of this standard, https://www.asd-stan.org/. 
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