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Connectors for frequencies below 3 MHz for use with printed boards
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Foreword

The text of the International Standard IEC 60603-5:1987, prepared by SC 48B, Connectors,
of IEC TC 48, Electromechanical components and mechanical structures for electronic
equipment, was submitted to the formal vote and was approved by CENELEC as EN 60603-5
on 1998-01-01 without any modification.

The following dates were fixed:

- latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 1998-12-01

— latest date by which the national standards ‘conflicting
with the EN have to be withdrawn (dow) 1998-12-01

Annexes designated "normative" are part of the body of the standard.
In this standard, annex ZA is normative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard [EC/'60603-51987 ‘was approved by CENELEC as a
European Standard without any modification.
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Annex ZA (normative)

Normative references to international publications
with their corresponding European publications

This European Standard incorporates by dated or undated reference, provisions from other
publications. These normative references are cited at the appropriate places in the text and
the publications are listed hereafter. For dated references, subsequent amendments to or
revisions of any of these publications apply to this European Standard only when incorporated
in it by amendment or revision. For undated references the latest edition of the publication
referred to applies (including amendments).

NOTE: When an international publication has been modified by common modifications, indicated by (mod), the
relevant EN/HD applies.

Publication Year Title EN/HD Year

IEC 60512-2 1976 Electromechanical components for - -
electronic equipment - Basic testing
procedures and measuring methods
Part 2: General examination, electrical
continuity and contact resistance tests,
insulation tests -and-voltage stress tests«-

IEC 60512-3 1976  Part 3: Current-carrying capacity tests - -
[EC 60512-6 1984  Part 6: Climatic tests and soldering tests - -
ISO 468 1982itps Surface roughness = ‘Parameters) their & -

values and generalrulesifor specifyirg
requirements
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COMMISSION ELECTROTECHNIQUE INTERNATIONALE

CONNECTEURS POUR FREQUENCES INFERIEURE§ A 3 MHz
POUR UTILISATION AVEC CARTES IMPRIMEES

Cinquiéme partie: Connecteurs encartables et connecteurs enfichables
pour cartes imprimées double face au pas de 2,54 mm (0,1 in)

PREAMBULE

1) Les décisions ou accords officiels de la CEI en ce qui concerne les questions techniques, préparés par des Comités d’Etudes ol
sont représentés tous les Comités nationaux s’intéressant a ces questions, expriment dans la plus grande mesure possible un
accord international sur les sujets examinés.

2) Ces décisions constituent des recommandations internationales et sont agréées comme telles par les Comités nationaux.

3) Dans le but d’encourager l'unification internationale, la CEI exprime le veeu que tous les Comités nationaux adoptent dans
leurs régles nationales le texte de la recommandation de la CEI, dans la mesure ou les conditions nationales le permettent.
Toute divergence entre la recommandation de la CEI et la régle nationale correspondante doit, dans la mesure du possible,
étre indiquée en termes clairs dans cette derniére.

4) La CEI n’a fixé aucune procédure concernant le marquage comme indication d’approbation et sa responsabilité n’est pas
engagée quand il est déclaré qu’un matériel est conforme’a I'ine de sés recommandations.

PREFACE

La présente norme a-été-établie par e Sous:Comité 48B: Connecteurs},dusComité; d’Etudes n° 48, de la CEI: Composants
électromécaniques pour équipements électroniques.

Le texte de cette norme est issu des documents suivants:

Régle des Six Mois Rapport de vote

48B(BC)121 48B(BC)129

Pour de plus amples renseignements, consulter le rapport de vote mentionné dans le tableau ci-dessus.

Les publications suivantes de la CEI sont citées dans la présente norme:

Publications n® 512: Composants électromécaniques pour équipements electroniques: procédures d’essai de base
et méthodes de mesure.
512-2 (1976): Deuxiéme partie: Examen général, essais de continuité électrique et de résistance de
contact, essais d’isolement et essais de contrainte diélectrique.
512-3 (1976): Troisieéme partie: Essais de courant limite.
512-6 (1984): Sixiéme partie: Essais climatiques et essais de soudure.

Autre publication citée:
Norme ISO 468 (1982): Rugosité de surface — Parametres, leurs valeurs et les régles générales de la détermination des
spécifications.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

CONNECTORS FOR FREQUENCIES BELOW 3 MHz
FOR USE WITH PRINTED BOARDS

Part 5: Edge-socket-connectors and two-part connectors
for double-sided printed boards with 2.54 mm (0.1 in) spacing

FOREWORD

1) The formal decisions or agreements of the IEC on technical matters, prepared by Technical Committees on which all the
National Committees having a special interest therein are represented, express, as nearly as possible, an international
consensus of opinion on the subjects dealt with.

2) They have the form of recommendations for international use and they are accepted by the National Committees in that sense.

3) In order to promote international unification, the IEC expresses the wish that all National Committees should adopt the text
of the IEC recommendation for their national rules in so far as national conditions will permit. Any divergence between the
IEC recommendation and the corresponding national rules should, as far as possible, be clearly indicated in the latter.

4) The IEC has not laid down any procedure concerning marking as an indication of approval and has no responsibility when an
item of equipment is declared to comply with one of its recommendations.

PREFACE

This standard has been prepared by Sub-Committee 48B: Connectors, of 1E C/Technical Committeg No. 48: Electromechanical
Components for Electronic Equipment.

The text of this standard is based on the following documents:

Six Months’ Rule Report on Voting

48B(C0)121 48B(C0)129

Further information can be found in the Report on Voting indicated in the table above.

The following 1E C publications are quoted in this standard:

Publications Nos. 512: Electromechanical Components for Electronic Equipment: Basic Testing Procedures
and Measuring Methods.
512-2 (1976): Part 2: General Examination, Electrical Continuity and Contact Resistance Tests, Insula-
tion Tests and Voltage Stress Tests.
512-3 (1976): Part 3: Current-carrying Capacity Tests.
512-6 (1984): Part 6: Climatic Tests and Soldering Tests.

Other publication quoted in this standard:
ISO Standard 468 (1982): Surface Roughness — Parameters, their Values and General Rules for Specifying Requirements.
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CONNECTEURS POUR FREQUENCES INFERIEURES A 3 MHz
POUR UTILISATION AVEC CARTES IMPRIMEES

Cinquieme partie: Connecteurs encartables et connecteurs enfichables
pour cartes imprimées double face au pas de 2,54 mm (0,1 in)

La présente norme doit étre utilisée conjointement avec la Publication 512 de la CEI: Composants
électromécaniques pour équipements électroniques; procédures d’essai de base et méthodes de me-
sure.

1. Domaine d’application
La présente norme concerne une gamme de connecteurs au pas de 2,54 mm (0,1 in) destinés a
connecter une carte imprimée double face, soit & une autre carte imprimée, soit a des fils.

Deux types sont proposés:

— Connecteur encartable (en une partie).

Le connecteur fixe ou embase (femelle) est destiné a s’accoupler avec les contacts d’extrémité de carte
imprimée.

— Connecteur enfichable (en - deux parties).

Le connecteur fixe ou embase (femélie) est destiné & s’accoupler avec le connecteur mobile ou fiche
(male) relié a la carte imprimée.

Dans ces deux types, les connecteurs|fixes ow embases sont les mémes.
Les embases sont équip€es:

— soit de sorties a souder pour fils,
- soit de sorties & souder sur carte d’épaisseur maximale 3,44 mm (0,135 in),
— soit de sorties pour connexions enroulées.

Les fiches sont a sorties plates a souder (a cheval) sur carte double face d’épaisseur nominale 1,6 mm
(0,063 in).

En version connecteurs encartables seulement, la polarisation et le codage sont faits par un dispositif
mis a la place de deux contacts placés face a face.
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CONNECTORS FOR FREQUENCIES BELOW 3 MHz
FOR USE WITH PRINTED BOARDS

Part 5: Edge-socket connectors and two-part connectors
for double-sided printed boards with 2.54 mm (0.1 in) spacing

This standard shall be used in conjunction with IEC Publication 512: Electromechanical Compo-
nents for Electronic Equipment: Basic Testing Procedures and Measuring Methods.

1. Scope
This standard covers a range of connectors with 2.54 mm (0.1 in) spacing intended to connect a
double sided printed board to another printed board or wires.
Two kinds of connector are available:

— One-part edge-socket connector.
Fixed connector or (female) receptacle is intended to mate with edge board contacts.

— Two-part connector.

Fixed connector or (female) receptacle isl intended to-mate with free connector of board-mounted
(male) connector. '

For these two cases, fixed connectors ors(female) receptacles are the same.
Fixed connectors are available with:

— solder terminations for wire,
— solder terminations for board up to 3.44 mm (0.135 in),
— wrapped terminations.

Free connectors are provided with flat solder terminations for double sided board of nominal thick-
ness 1.6 mm (0.063 in).

For edge-socket connectors only, polarization and coding are available by means of a device
mounted instead of two opposite contacts.
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2. Désignation de type CEI

Les connecteurs conformes a cette publication sont désignés par le systéme suivant:

603-5 — XXX IEC N N L L L N
Référence a cette
publication
gg Catégorie climatique
62 Classe 1 = 55/125/56
Nombre total de contacts 74 Classe 2 = 25/085/21
86
98
Embase R Type de base des sorties
Type de connecteur ;
Fiche p D = double rangée
(séparée)

Sorties ded'embase

a souder pour fils C

pour connexions enfoulées 51 W/

a souder sur carte imprimée Y

Sorties de la fiche

a souder & cheval sur carte imprimée D

Note. -~ «L» = lettre.
«N» = chiffre.
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2. IEC type designation

Connectors according to this publication shall be designated by:

603-5 — XXXIEC N N L

Reference to this
publication

Total numbers of contacts 74

Climatic category

Class 1 = bb5/125/56
Ciass 2 = 25/085/21

Fixed connector R

Type of connector:
Free connector =

Basic type of the terminations

D = double row
(separated)

Terminations of fixed 'comnectorsk

for solder terminations for wire
for wrapped términations

for 'solderterminationsfor-board

Terminations of free connectors:

for flat solder terminations for double sided board

Note. — “L” for letter.
“N” for number.
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