
2003-01.Slovenski inštitut za standardizacijo. Razmnoževanje celote ali delov tega standarda ni dovoljeno.

Vijaki z ugrezno glavo in križno zarezo - Razred izdelave A - 1. del: Jeklo 
trdnostnega razreda 4,8

Senkschrauben (Einheitskopf) mit Kreuzschlitz Form H oder Form Z - Produktklasse A - 
Teil 1: Festigkeitsklasse 4.8 (ISO 7046-1:1994)

Vis a métaux a tete fraisée a empreinte cruciforme de type H ou de type Z - Grade A - 
Partie 1: Acier de classe de qualité 4.8 (ISO 7046-1:1994)

Countersunk flat head screws (common head style with type H or type Z cross recess) - 
Product grade A - Part 1: Steel of property class 4.8 (ISO 7046-1:1994)

21.060.10 Sorniki, vijaki, stebelni vijaki Bolts, screws, studs

ICS:

Ta slovenski standard je istoveten z: EN ISO 7046-1:1994
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INTERNATIONAL 
STANDARD 

ISO 
7046-1 

First edition 
1994-04-0 1 

Countersunk flat head screws (common 
head style) with type H or type 2 Cross 
recess - Product grade A - 

Part 1: 
Steel of property class 4.8 

Vis a mktaux S t&e fraishe a empreinte cruciforme de type H ou de 
type Z - Grade A - 

Partie 7: Aber de classe de quake 4.8 

Reference number 
ISO 7046-13 994(E) 
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ISO 7046=1:1994(E) 

Foreword 

ISO (the International Organization for Standardization) is a worldwide 
federation of national Standards bodies (ISO member bodies). The work 
of preparing International Standards is normally carried out through ISO 
technical committees. Esch member body interested in a subject for 
which a technical committee has been established has the right to be 
represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. ISO 
collaborates closely with the International Electrotechnical Commission 
(1 EC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard ISO 7046-1 was prepared by Technical Committee 
!SOnC 2, Fasteners. 

This first edition cancels and replaces ISO 7046:1983, which has been 
technically revised. 

ISO 7046 consists of the following Parts, under the general title Counter- 
sunk flat head screws (common head style) with type H or type Z Cross 
recess - Product grade A: 

- Part 1: Steel of property class 4.8 

- Part 2: Steel of property class 8.8, stainless steel and non-ferrous 
me tals 

0 ISO 1994 
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced 
or utilized in any form or by any means, electronie or mechanical, including photocopying and 
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-- 

INTERNATIONAL STANDARD 0 ISO ISO 7046=1:1994(E) 

Countersunk flat head screws (common head style) 
with type H or type Z Cross recess - Product 
grade A - 

Part 1: 
Steel of property class 4.8 

1 Scope 

This part of ISO 7046 specifies the characteristics of countersunk flat head screws with threads from M1,6 to 
MlO inclusive, of product grade A and property class 4.8, and with type H or type Z Cross recess. 

If, in special cases, specifications other than those Iisted in this part of ISO 7046 are required, they should be 
selected from existing International Standards, for example ISO 261, ISO 888, ISO 898-1 and ISO 965-2. 

2 Normative references 

The following Standards contain provisions which, through reference in this text, constitute provisions of this patt 
of ISO 7046. At the time of publication, the editions indicated were valid. All Standards are subject to revision, and 
Parties to agreements based on this part of ISO 7046 are encouraged to investigate the possibility of applying the 
most recent editions of the Standards indicated below. Members of IEC and ISO maintain registers of currently 
valid International Standards. 

ISO 225:1983, Fasteners - Bolts, screws, studs and nuts - Symbols and designations of dimensions. 

ISO 261: 1973, ISO general purpose metric screw threads - General plan. 

ISO 888: 1976, Bolts, screws and studs - Nominal lengths, and thread lengths for general purpose bolts. 

ISO 898-1: 1988, Mechanical properties of fasteners - Part 1: Belts, screws and studs. 

ISO 965-2: 1980, ISO general purpose metric screw threads - Tolerantes - Part 2: Limits of sizes for general 
purpose bolt and nut threads - Medium quality. 

ISO 3269: 1988, Fasteners - Acceptance inspection. 

ISO 4042: 1989, Threaded components - Electroplated coatings. 

ISO 4757:1983, Cross recesses for screws. 

ISO 4759-1:1978, Tolerantes for fasteners - Part 1: Bolts, screws and nuts with thread diameters between 1,6 
(inclusive) and 150 mm (inclusive) and product grades A, B and C. 
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