
International Standard 

INTERNATIONAL CIRGANIZATION FOR STANDARDIZATION.MEX~YHAPOfiHAR OPrAHM3AL&lR I-IO CTAH~APTM3A~l4l4.ORGANISATION INTERNATIONALE DE NORMALISATION 

Road vehicles - Labelling of Containers for Petroleum or 
non-Petroleum base brake fluid 

Whicules ro u tiers - lnscription des rkipients contenant du liquide de frein 2 base petrolikre ou non petrolitke 

Third edition - 1980-02-01 

U DC 629.113-592.2 : 621.798.7 Ref. No. ISO 3871-1980 (E) 

Rescriptors : road vehicles, Containers, brake flwds, mineral oils, Iab~lIiry 

Price based on 1 paye 

iTeh STANDARD PREVIEW
(standards.iteh.ai)

ISO 3871:1980
https://standards.iteh.ai/catalog/standards/sist/43d49f0f-cbfd-493e-9e53-

fdf14cc21805/iso-3871-1980



Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of 
national Standards institutes (ISO member bedies). The work of developing Inter- 
national Standards is carried out through ISO technical committees. Every member 
body interested in a subject for which a technical committee has ‘been set up has the 
right to be represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. 

Draft International Standards adopted by the technical committees are circulated to 
the member bodies for approval before their acceptance as International Standards by 
the ISO Council. 

International Standard ISO 3871 was developed by Technical Committee ISO/TC 22, 
Road vehicles. 

This third edition was submitted directly to the ISO Council, in accordance with clause 
5.10.1 of the Directives for the technical work of ISO. lt cancels and replaces the se- 
cond edition (i.e. ISO 3871-19781, which had been approved by the member bodies of 
the following countries : 

Austria Hungary 
Belgium Iran 
Canada Italy 
Chile Japan 
Czechoslovakia Mexico 
Finland Netherlands 
France Poland 
Germany, F. R. Romania 

South Africa, Rep. of 
Spain 
Sweden 
Switzerland 
Turkey 
United Kingdom 
Y ugoslavia 

The member bodies of the following cou 
ment on technical g rounds : 

ntries 

Australia 
Brazil 

expressed disapp roval of the docu- 

International Organkation for Standardkation, 1980 

Printed in Switzerland 
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INTERNATIONALSTANDARD ISO 3871-1980 (EI 

Road vehicles - Labelling of Containers for Petroleum or 
non-Petroleum base brake fluid 

1 Scope and field of application 

This International Standard specifies the minimum labelling for 
commercial Containers used to package fluids of the Petroleum 
or non-Petroleum type for use in the braking Systems and 
hydraulic Systems of road vehicles (including mopeds and 
motorcycies). 

2 References 

ISO 4925, Road vehicles - Non-Petroleum base brake fluids. 

ISO..., Road vehicles - Petroleum base brake fluid. 1) 

3 Labelling 

3.1 All commercial Containers shall designate the contents, in 
capital letters, as indicated below : 

“ISO 4925 : ROAD VEHICLES - NON-PETROLEUM 
BASE BRAKE FLUID” 

or 

“ISO... : ROAD VEHICLES - PETROLEUM BASE 
BRAKE FLUID” 

Komplete by the number of the corresponding International 
Standard.] 

3.2 The applicable words specified in 3.1, together with the 
information required by 3.3 to 3.5, shall be located on the main 
Panel of the Container. 

All required labelling shall appear in a minimum type height of 
3,2 mm. Labelling shall be legible and indelibly marked on a 
contrasting background. 

3.3 The Container shall bear a serial number identifying 
the packaged lot and date of packaging. 

The Container shall also bear the name of the packager or an 
equivalent code designation, and the name and complete 
postal address of the distributor. 

3.4 The minimum wet boiling Point, in degrees Celsius, of 
the fluid in the Container shall be indicated on the latter, as 
specified in the International Standards mentioned in clause 2. 

3.5 All commercial Containers shall bear the following safety 
warnings in capital and lower case letters as indicated : 

3.5.1 “FOLLOW VEHICLE MANUFACTURER’S RECOM- 
MENDATIONS WHEN ADDING...” 

Komplete with indication “NON-PETROLEUM BASE 
BRAKE FLUID” or “PETROLEUM BASE BRAKE FLUID” 
as applicable. 1 

3.5.2 (For Petroleum base brake fluid only) 

“Petroleum base brake fluid is NOT COMPATIBLE with 
the rubber components of brake Systems designed for 
use with brake fluids such as those specified by the lnter- 
national Standard ISO 4925, ‘ROAD VEHICLES - NON- 
PETROLEUM BASE BRAKE FLUIDS’.” 

3.5.3 “KEEP.. . CLEAN. Contamination with dirt, water 
or other materials may result in brake failure or costly 
repairs.” 

Komplete with indication “NON-PETROLEUM BASE 
BRAKE FLUID” or “PETROLEUM BASE BRAKE FLUID” 
as applicable. 1 

3.5.4 “Caution : STORE... ONLY IN ITS ORIGINAL CON- 
TAINER. KEEP CONTAINER CLEAN AND TIGHTLY 
CLOSED. DO NOT REFILL CONTAINER OR USE FOR 
OTHER LIQUIDS.” 

[ Complete with indication “NON-PETROLEUM BASE 
BRAKE FLUID” or “PETROLEUM BASE BRAKE FLUID” 
as applicable. 1 

The last sentence is not required for Containers with a capacity 
in excess of 19 Iitres. 

3.6 The information required by 3.2 to 3.5 may be sup- 

plemented by information such as toxicity warnings and flam- 
mability warnings. 

1) In preparation. 
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