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Intellectual Property Rights

Essential patents

IPRs essentia or potentially essential to normative deliverables (European Standard (EN), Technical Specification (TS),
Group Specification (GS) or ETSI Standard (ES)) may have been declared to ETSI. The declarations pertaining to these
essential IPRs, if any, are publicly available for ETSI member s and non-member s, and can be found in

ETSI SR 000 314: "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETS in
respect of ETS standards’, which is available from the ETSI Secretariat. Latest updates are available on the

ETSI IPR online database.

Pursuant to the ETSI Directivesincluding the ETSI IPR Policy, no investigation regarding the essentiality of IPRS,
including IPR searches, has been carried out by ETSI. No guarantee can be given as to the existence of other IPRs not
referenced in ETSI SR 000 314 (or the updates on the ETS| Web server) which are, or may be, or may become,
essential to the present document.

Trademarks

The present document may include trademarks and/or tradenames which are asserted and/or registered by their owners.
ETSI claims no ownership of these except for any which are indicated as being the property of ETSI, and conveys no
right to use or reproduce any trademark and/or tradename. Mention of those trademarks in the present document does
not constitute an endorsement by ETSI of products, services or organizations associated with those trademarks.

DECT™, PLUGTESTS™, UMTS™ and the ETSI logo are trademarks of ETSI registered for the benefit of its
Members. 3GPP™, LTE™ and 5G™ logo are trademarks of ETSI registered for the benefit of its Members and of the
3GPP Organizational Partners. oneM 2M ™ |ogo is atrademark of ETSI registered for the benefit of its Members and of
the oneM2M Partners. GSM® and the GSM logo are trademarks registered and owned by the GSM Association.

Foreword

This draft European Standard (EN) has been produced by ETSI Technical Committee Environmental Engineering (EE),
and is now submitted for the combined Public Enquiry and Vote phase of the ETSI EN Approval Procedure (ENAP).

The present document is part 2, sub part 3 of a multi-part deliverable covering the classification of environmental
conditions and environmental tests for telecommunications equipment, as identified below:

Part 1:  "Classification of environmental conditions"; (see note 1)
Part 2. " Specification of environmental tests': (see note 2)
Sub-part O: "Introduction”;
Sub-part 1: "Storage’”;
Sub-part 2: "Transportation";
Sub-part 3: " Stationary use at weather protected locations';
Sub-part 4: "Stationary use at non-weatherprotected locations”;
Sub-part 5: "Ground vehicle installations”;
Sub-part 6: "Ship environments';
Sub-part 7: "Portable and non-stationary use";
Sub-part 8: "Stationary use at underground locations'.

NOTE 1: Specifiesdifferent standardized environmental classes covering climatic and biological conditions,
chemically and mechanically active substances and mechanical conditions during storage, transportation
andin use.
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NOTE 2: Specifiesthe recommended test severities and test methods for the different environmental classes.

Proposed national transposition dates

Date of latest announcement of this EN (doa): 3 months after ETSI publication
Date of latest publication of new National Standard

or endorsement of this EN (dop/e): 6 months after doa

Date of withdrawal of any conflicting National Standard (dow): 6 months after doa

Modal verbs terminology

In the present document "shall”, "shall not", "should", "should not", "may", "need not", "will", "will not", "can" and
"cannot" are to be interpreted as described in clause 3.2 of the ETSI Drafting Rules (Verbal forms for the expression of
provisions).

"must" and "must not" are NOT allowed in ETSI deliverables except when used in direct citation.
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1 Scope

The present document specifies test severities and methods for the verification of the required resistibility of equipment
according to the relevant environmental class.

The tests in the present document apply to stationary use of equipment at weatherprotected locations covering the
environmental conditions stated in ETSI EN 300 019-1-3 [1].

2 References

2.1 Normative references

References are either specific (identified by date of publication and/or edition number or version number) or
non-specific. For specific references, only the cited version applies. For non-specific references, the latest version of the
referenced document (including any amendments) applies.

Referenced documents which are not found to be publicly available in the expected location might be found in the
ETSI docbox.

NOTE: While any hyperlinksincluded in this clause were valid at the time of publication, ETSI cannot guarantee
their long-term validity.

The following referenced documents are necessary for the application of the present document.

[1] ETSI EN 300 019-1-3 (V3.1.1) (2026): "Environmental Engineering (EE); Environmental
conditions and environmental tests for telecommunications equipment; Part 1. Classification of
environmental conditions; Sub-part 3: Stationary use at weatherprotected locations”.

[2] | EC 60068-2-1:2025: "Environmental testing - Part 2-1: Tests - Test A: Cold".

[3] Void.

[4] |EC 60721-3-3:2019: "Classification of environmental conditions - Part 3-3: Classification of
groups of environmental parameters and their severities - Stationary use at weatherprotected
locations'.

[5] | EC 60068-2-6:2007: "Environmental testing - Part 2-6: Tests - Test Fc: Vibration (sinusoidal)".

[6] IEC 60068-2-2:2025: "Environmental testing - Part 2-2: Tests - Test B: Dry heat".

[7] | EC 60068-2-14:2023: "Environmental testing - Part 2-14: Tests - Test N: Change of temperature”.

[8] IEC 60068-2-78:2025: "Environmental testing - Part 2-78: Tests - Test Cab: Damp heat, steady
state".

[9] IEC 60068-2-30:2025: "Environmental testing - Part 2-30: Tests - Test Db: Damp heat, cyclic
(12h+ 12 hcycle)".

[10] | EC 60068-2-64:2008+AMD1:2019: "Environmental testing - Part 2-64: Tests - Test Fh:
Vibration, broadband random and guidance”.

[17] Void.

[12] IEC 60068-2-57:2013: "Environmental testing - Part 2-57: Tests - Test Ff: Vibration -
Time-history and sine-beat method".

[13] | EC 60068-2-68:1994: "Environmental testing - Part 2-68: Tests- Test L: Dust and sand".

[14] IEC 60068-2-13:2021: "Environmental testing - Part 2-13: Tests- Test M: Low air pressure”.

[15] |EC 60068-2-18:2017: "Environmental testing - part 2-18: Tests - Test R and guidance: Water".
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[16] SO 9223:2012: "Corrosion of metals and alloys — Corrosivity of atmospheres — Classification,
determination and estimation".

2.2 Informative references

References are either specific (identified by date of publication and/or edition number or version number) or
non-specific. For specific references, only the cited version applies. For non-specific references, the latest version of the
referenced document (including any amendments) applies.

NOTE: While any hyperlinks included in this clause were valid at the time of publication, ETSI cannot guarantee
their long-term validity.

The following referenced documents may be useful in implementing an ETSI deliverable or add to the reader's
understanding, but are not required for conformance to the present document.

[i.1] ETSI EN 300 019-1-0: "Environmental Engineering (EE); Environmental conditions and
environmental tests for telecommuni cations equipment; Part 1-0: Classification of environmental
conditions; Introduction”.

[i.2] ETSI EN 300 019-2-0: "Environmental Engineering (EE); Environmental conditions and
environmental tests for telecommunications equipment; Part 2: Specification of environmental
tests; Sub-part O: Introduction”.

[i.3] 1SO 9226:2012: " Corrosion of metals and alloys — Corrosivity of atmospheres — Determination
of corrosion rate of standard specimens for the evaluation of corrosivity".

3 Definition of terms, symbols and abbreviations

3.1 Terms

For the purposes of the present document, the terms givenin ETSI EN 300 019-1-0 [i.1] apply.

3.2 Symbols

Void.

3.3 Abbreviations

Void.

4 Environmental test specifications

4.0 General

The equipment shall be tested in its operational state throughout the test conditions described in the present document.
The detailed descriptions of the environmental conditions are given in clauses4 and 5 of ETSI EN 300 019-1-3 [1].

ETSI EN 300 019-2-0 [i.2] forms a general overview of part 2 of this multi-part deliverable.
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4.1 Equipment setup and configuration

The equipment shall be tested in its operational state throughout the test conditions described in the present document
unless otherwise stated. Input and load conditions of the equipment shall be chosen to obtain full utilization of the
equipment under test. The heat dissipation shall be maximized, except for the steady state, low temperature test, where
it shall be minimized.

4.2 Performance criteria

The following performance criteria shall apply in tests defined by the present document.
Performance criterion A:

The equipment shall function according to the manufacturer specifications before, during and after the tests. No
degradation of performance or loss of function is allowed below the performance level specified by the manufacturer
when the equipment is used as intended. If the minimum performance level is not specified by the manufacturer, then
this may be deduced from the product description and documentation and what the user may reasonably expect from the
equipment if used as intended.

Performance criterion B:

The equipment shall function according to the manufacturer specifications before and after the tests. During thetest it is
not required to monitor the equipment functionality. No degradation of performance or loss of function is allowed
below the performance level specified by the manufacturer when the equipment is used as intended. If the minimum
performance level is not specified by the manufacturer, then this may be deduced from the product description and
documentation and what the user may reasonably expect from the equipment if used as intended.

Performancecriterion C:

The equipment shall function according to the manufacturer specifications before and after the tests. No degradation of
performance or loss of function is allowed bel ow the performance level specified by the manufacturer when the
equipment is used as intended. If the minimum performance level is not specified by the manufacturer, then this may be
deduced from the product description and documentation and what the user may reasonably expect from the equipment
if used asintended. During the application of the test, temporary loss of function is allowed but after the test the
equipment shall restore to the normal functionality without replacement of components, manual rebooting or human
intervention. The equipment shall sustain the test without permanent structural or mechanical damage.

Performance criterion D:

This performance criterion applies to the enclosure of the equipment. No corrosion traces (e.g. rust) or deterioration of
the enclosure shall occur at the end of the test.
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4.3 Specifications T 3.10 and T 3.10E: Temperature-controlled enclosed locations having no

humidity control

Specification T 3.10: Temperature-controlled enclosed locations having no humidity control - normal operating conditions.

The specificationin table 1, table 2 and table 3 shall apply to temperature-controlled enclosed locations where humidity is usually not controlled.

Table 1: Test specification T 3.10: Temperature-controlled enclosed locations - climatic tests

Environmental parameter Environmental Environmental test specification T 3.10: In-use,
Class 3.10 Temperature-controlled enclosed locations
Type Parameter Detail parameter Characteristic Test Duration Reference Method Performance Notes
severity severity criteria
Low (°O) +5 +5 16 h IEC 60068-2-1 [2] Ab/Ad/Ae: Cold A 1
Air High (°C) +40 +40 or +50 16 h IEC 60068-2-2 [6] Bb/Bd/Be: Dry heat A 2
temperature (°C) +5 to+40 2 cycles |IEC 60068-2-14 [7] |Nb: Change of A 3
Change (°C/min) 0,5 0,5 t,=3h temperature
low (%) 5 None 4
Relative high (%) 85 85 4d IEC 60068-2-78 [8] |Cab: Damp heat A 5
. (°C) +30 steady state
Humidity condensation No None
low (g/mz) 1 None 4
Absolute high (@md) 5 None 7
low (kPa) 70 70 2h IEC 60068-2-13 [14] |Test M: Low air A 8
Air Pressure - pressure
high (kPa) 106 None 8
Speed (m/s) 1,0 None 4
Rain Intensity No None
low temperature No None
Water Other No None
sources
Icing & No None
frosting
- Solar (W/m?3) 700 None 9
Radiation ot (W/m?) 600 None 10
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